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Pesticides play a key factor in the high productivity achieved in mod-
ern agricultural food production. While increasing productivity and
lowering production costs, they are potentially toxic and can have a
serious impact on humans and the environment. In general, monitor-
ing of pesticides and other environmental contaminants is performed
in analytical laboratories, utilizing a multiplicity of time-consuming
and cost-intensive chemical analysis methods like chromatography
and mass spectrometry. To ensure food security and to monitor
maximum residue levels in a highly globalized market, miniaturized
analysis systems could provide inexpensive, portable devices for fast
and reliable on-site monitoring of – not only – pesticides. Introduced
already more than 20 years ago, lab-on-a-chip (LOC) devices found
their way into biological and clinical research. Their fast analysis
times, low sample volume and low reagent consumption are attrac-
tive for many applications in the life sciences, e.g., for DNA sequenc-
ing platforms and screening applications in drug development. It
was only recently that the use of LOC systems gained considerable
interest in the broad field of environmental analysis. In this work,
several polymeric LOC systems for the analysis of dithiocarbamate
(DTC) pesticides were designed and their performance was tested.
Cyclic olefin polymer (COP) was studied as a potential material for
non-aqueous analysis of DTC pesticides. While COP has some out-
standing material properties compared to commonly used substrate
materials, such as poly(methyl)methacrylate (PMMA) or polycar-
bonate (PC), it was shown that bonding of COP chips is challenging.
Gold microband electrodes were integrated into microfluidic channels
for electrochemical detection of the DTCs ziram and nabam. It was
found that sulfur-containing DTC pesticides adsorb onto the gold
surface of the electrode and thereby passivate it to a high extent.
While sulfur-gold interactions of DTC pesticides were a major draw-
back for electrochemical detections, their high affinity for gold could
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be exploited in a second microfluidic sensor. Here, the sensor con-
sisted of a polydimethylsiloxane (PDMS) chip for on-chip mixing of
DTCs with gold nanoparticle (AuNP), which were functionalized with
rhodamine 6G (R6G). While AuNPs act as a fluorescence quencher
for the adsorbed R6G, they interact with the sulfur-containing pes-
ticides upon mixing and thus release R6G into the solution. The
R6G fluorescence intensity was measured and could be related to
ziram concentrations with a limit of detection as low as 16 µg·L−1.
Due to its indirect sensing mechanism, the AuNP-based DTC sen-
sor was not specific for ziram and a similar fluorescence response
was measured for ferbam, demonstrating that the mechanism can be
employed as an indirect detection scheme for several DTC pesticides.
Therefore, the nonspecific detection mechanism needs to be combined
with a separation step prior to AuNP-mediated detection, to allow
quantitative and qualitative analysis of different DTC pesticides. To
this end, a capillary electrophoresis (CE) unit was implemented on
a third chip, which was fabricated of thiol:ene, a photopolymeriz-
able material. The CE microchip consisted of a separation channel
for DTC separation, and side channels for subsequent AuNP probe
lamination of the separation bands. Even though a separation of pes-
ticides was not performed, the electrokinetically driven lamination of
AuNP, and the feasibility of indirect fluorescence detection of ziram
in microfluidic channels with a small detection volume was proven.
Furthermore, three different fluorophores could be separated on these
chips, demonstrating that chips fabricated from thiol:ene offer a great
potential within polymer based CE.
x
Resumé (in Danish)
Brugen af pesticider er en vigtig faktor i den høje produktivitet mod-
erne landbrug har opnået i fødevareproduktionen. Skønt pesticider
øger produktiviteten og sænker produktionsomkostningerne, så er de
potentielt giftige og kan have en alvorlig indvirkning på mennesker
og miljø. Generelt bliver overvågningen af pesticider og andre miljø-
forurenende stoffer udført i analyselaboratorier, ved anvendelse af
talrige tidskrævende og omkostningstunge kemiske analysemetoder
som kromatografi og massespektrometri. For at sikre fødevaresikker-
heden og overvåge grænseværdier i et stærkt globaliseret marked,
kan miniaturiserede analyse systemer give billige, bærbare enheder
til hurtig og pålidelig on-site overvågning af – ikke kun – pesticider.
Siden, deres introduktion for mere end 20 år siden, har lab-on-a-chip
(LOC) systemer fundet vej ind i biologisk og klinisk forskning. Deres
korte analysetider, lave prøvevolumener og lave reagensforbrug er at-
traktive for mange applikationer inden for naturvidenskab, f.eks. til
DNA-sekventeringsplatforme og screeningsapplikationer i lægemid-
delindustrien. Det var først for nylig, at brugen af LOC systemer
opnåede en betydelig interesse indenfor miljøanalyser. I dette arbe-
jde blev flere polymere LOC systemer, til analyse af dithiocarbamater
(DTC) pesticider, designet og deres præstationer blev testet. Cyk-
lisk olefin polymer (COP) blev undersøgt som potentielt materiale
til ikke-vandig analyse af DTC pesticider. Mens COP har nogle
enestående materialeegenskaber i forhold til almindeligt anvendte
substratmaterialer, såsom poly(methyl)methacrylate (PMMA) eller
polykarbonat (PC), blev det påvist, at bonding af COP chips er
udfordrende. Guld mikrobåndelektroder blev integreret i mikroflu-
ide kanaler til elektrokemisk detektion af DTC pesticiderne ziram og
nabam. Det blev konstateret, at svovlholdige DTC pesticider adsor-
beres på guldoverfladen af elektroden og derved i stort omfang pas-
siverer den. Mens svovl-guld interaktioner af DTC pesticider var en
stor ulempe for elektrokemiske detektion, kunne den høje affinitet
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for guld udnyttes i en anden mikrofluid sensor. Her bestod sen-
soren af en polydimethylsiloxane (PDMS) chip til on-chip blanding
af DTC pesticider med guld nanopartikler (AuNP), som er funktion-
aliseret med rhodamine 6G (R6G). Mens AuNP partiklerne virker
som en fluorescens dæmper for det adsorberede R6G, så interagerer
de, efter blanding, med de svovlholdige pesticider og frigiver således
R6G i opløsningen. Fluorescensintensitet af R6G blev målt og kunne
relateres til ziram koncentrationer med en detektionsgrænse så lav
som 16 µg·L−1. På grund af sin indirekte målemekanisme, var den
AuNP-baserede DTC sensor ikke specifik for ziram og en tilsvarende
fluorescens respons blev målt for ferbam, hvilket viser, at mekanis-
men kan anvendes som en indirekte detektionmetode til påvisning af
flere DTC pesticider. For at tillade kvantitativ og kvalitativ anal-
yse af forskellige DTC pesticider, skal den ikke-specifikke detektions
mekanisme derfor kombineres med et separationstrin før den AuNP
basede detektion sker. Til dette formål blev en kapillarelektroforese
(CE) enhed implementeret på en tredje chip, som blev fremstillet
af thiol:ene, et fotopolymeriserbart materiale. CE mikrochippen be-
stod af en separation kanal til DTC separation, og side kanaler for
den efterfølgende laminering af separationsbåndene med AuNP. Selv
om en adskillelse af pesticider ikke blev udført, blev elektrokinetisk
drevet laminering af AuNP, og muligheden for indirekte fluorescens-
detektion af ziram i mikrofluide kanaler med et lille detektionsvol-
umen bevist. Desuden kunne tre forskellige fluoroforer adskilles på
disse chips, hvilket viser, at chips fremstillet af thiol-ene har et stort
potentiale inden for polymer baseret CE.
xii
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1. Introduction
When Manz et al. first described the concept of a miniaturized to-
tal chemical analysis system, they proposed a downscaling of well-
established chemical analysis systems, such as chromatography and
electrophoresis onto a single (portable) platform [1]. Following the
general trend of miniaturization, the now-called micro total analy-
sis system (µTAS) were developed on the basis of already available
microfabrication techniques from the semiconductor industries. Re-
search in the early years expanded from design and fabrication of
these µTAS devices to applications in separation and detection of
chemical compounds [2]. Over the time, the concept of µTAS was
developed into lab-on-a-chip (LOC) devices to incorporate not only
miniaturized chemical analysis, but also other laboratory processes –
towards a fully automated miniaturized laboratory system [3]. LOCs
gained much popularity in clinical diagnostics, nucleic acid, protein
and cell studies, e.g., for high-throughput screening in pharmaceu-
tical research and development, where often only small amounts of
samples are available [4–7]. Moreover, miniaturization of laboratory
processes on LOC systems benefits from short analysis times, less
chemical reagent consumption and less heat generation. While glass
and silicon were used as (relatively costly) substrate materials in early
devices, new potential polymeric materials were soon investigated and
polydimethylsiloxane (PDMS) became the major material choice for
many researchers in the field. The shift from expensive cleanroom
processes to more easily accessible fabrication methods did not only
expand the user group for LOC research, but also paved the way
for the development of cheap disposable analytical devices. These
may one day be used as inexpensive, but smart devices in many ar-
eas, such as point of care devices for medical applications in private
households or developing countries that do not have adequate lab-
oratory resources. Beside the enormous potential of LOC systems
as fully integrated and disposable sensors, there are some drawbacks
1
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that need to be overcome. While the miniaturization of fluidic parts
is often straightforward and especially electrophoretic on-chip sepa-
ration methods are among the most successful implementations, the
miniaturization and integration of peripheral devices, e.g., for detec-
tion and data processing, are more complex. A second trend in LOC
platforms is therefore the development of disposable microfluidic car-
tridges that can be inserted into a small and portable device for anal-
ysis, as it is already used in some LOC solutions for, e.g., blood and
DNA analysis [8]. Although LOCs are already now well represented
in life science and related research areas, it was only recently that
their potential was discovered for environmental monitoring. With an
ever-growing world population and progressing industrialization, we
are facing ongoing challenges in environmental monitoring of air, soil
and water as well as foodstuff analysis. Frequent screening of many
different samples is therefore indispensable to preserve otherwise en-
dangered ecosystems, ensure water quality and secure foodstuff that
is free of pesticide residues, toxins and other harmful additives.
Traditionally, environmental samples are taken at the place of inter-
est and get transported to a laboratory for further analysis. Common
state-of-the-art techniques, such as gas and liquid chromatography
coupled to mass spectrometry, require large and expensive instrumen-
tation and are usually reserved for few specialized analytical labora-
tories. Logistic challenges can therefore be a limiting factor for effi-
cient and systematic inspections, especially in rural areas. However, if
some screening functionalities could be implemented in portable LOC
systems, analysis could be carried out on-site and allow easier access
to, e.g., data about pesticide usage and residues in food production,
or pollution of surface waters. Along with rapid screening for con-
taminants, this could offer the advantage of lower analysis costs and
avoid analyte decomposition or contamination during sample trans-
portation. Even though LOCs cannot offer the same sensitivity as
conventional analysis instruments, they can definitely be useful tools
for on-site prescreening, so that only critical samples need to be sent
to laboratories. On-chip environmental analysis is in an early state
and the focus is mainly on the development of measurement methods
with a dominant trend towards electrokinetic separation techniques
and optical or electrochemical detection pathways [9, 10]. In gen-
2
eral, the implementation of optical detection methods into LOCs is
challenging, due to small sample volumes and limited optical path
lengths in miniaturized system. Not many environmental analytes
exhibit native fluorescence, so that derivatisation and preconcentra-
tion is often necessary. Some examples of optical detection systems
have been reported, such as laser induced fluorescence detection of
polycyclic aromatic hydrocarbons (PAHs) and UV absorbance detec-
tion of phenolic water pollutants and explosives [9, 10]. However,
electrochemical detection pathways are generally preferred in minia-
turized platforms for environmental analysis, due to their high sen-
sitivity and compatibility [11]. Successful electrochemical detection
of phenolic compounds, nitroaromatic explosives and trace metals in
microfluidic devices with sensitivities in the low µg·L−1 range have
been described [9, 11, 12].
In contrast, the on-chip analysis of pesticides is underrepresented
in the field, with only a few applications. One prominent approach is
the incorporation of enzymatic biosensors for organophosporous and
carbamate pesticide detection into microfluidic systems. The sensor
makes use of the pesticides’ ability to inhibit (acetyl)cholinesterase
and very low detection limits in the ng·L−1 range can be reached [13,
14]. A major drawback with these sensors is their non- selective qual-
itative response that can give rise to synergistic effects, i.e., a higher
response for a mix of pesticides than for the sum of the individual
pesticides, or false positive results due to matrix compounds that in-
hibit the enzyme activity with no pesticide present [14, 15]. These
effects can be circumvented by the use of adequate microfluidic sepa-
ration techniques. A major challenge is hereby the single-use concept
of enzymatic sensors: enzymatic activity gets (irreversibly) lost in a
reaction with the respective pesticide and fresh assay reagents are
needed for every new detection step.
However, detection methods of this type have been successfully
implemented into microfluidic channels by, e.g., using enzyme-coated
magnetic beads that can be trapped and consequently released in-
side the microchannel. Like this, fresh enzyme is provided for ev-
ery measurement [16]. Although, biosensors are quite successful for
organophosporous and carbamate pesticide detection, bioanalytical
assays for dithiocarbamate pesticide detection are rare due to the
3
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complex mode of action and versatile enzymatic reactivity of these
pesticides [14, 17]. The work presented in this thesis addresses al-
ternative, enzyme-free, electrochemical and optical detection routes
and focuses on the fabrication of polymeric LOCs for detection and
separation of dithiocarbamate pesticides, a pesticide group that is so
far neglected in LOC-based environmental analysis.
1.1. Thesis outline
The thesis is divided into seven chapters that guide the reader through
the development process of different microfluidic chips for potential
dithiocarbamate analysis.
Chapter 2
This chapter gives a brief introduction to different theoretical as-
pects that are important to understand the background behind fluid
dynamics in miniaturized systems, electrochemical and fluorescent
measurements. While a small section introduces the reader to some
polymer-related fabrication methods, more in-depth details to chip
fabrication are also given in the chapters pertaining to specific chip
designs, since fabrication was a considerable part of this thesis.
Chapter 3
Polymeric materials have a broad range of different properties and
a suitable material needs to be chosen with regard to the intended
application. Cyclic olefin polymer (COP) is an interesting material,
which fits many needs. Structuring and especially bonding qualities
of two different COPs were investigated and are summarized in this
chapter.
Chapter 4
A microfluidic chip with integrated gold electrodes for electrochemi-
cal measurements is presented and the performance is characterized.
The chips were further tested as electrochemical detection of dithio-




Gold nanoparticles offer new strategies for sensing pathways in many
research fields. In this chapter, a microfluidic chip for on-chip mixing
of dithiocarbamate pesticide standards with rhodamine-functionalized
gold nanoparticles is presented. Dithiocarbamate pesticides were de-
tected with high sensitivity in a novel microfluidic sensor, utilizing
the fluorescence quenching properties of gold nanoparticles (AuNPs).
Chapter 6
Thiol-ene chips were fabricated for microchip capillary electrophore-
sis. Thiol-ene is a new material for microfluidic chips and their per-
formance as capillary electrophoresis microchips is demonstrated, for
the first time, by a separation of three different fluorophores. The
AuNP-mediated fluorescence principle is transferred from the pres-
sure driven device with a large detection cell (in Chapter 5) to an
electrokinetically driven chip with a smaller detection volume.
Chapter 7






Pesticides are chemically and/or biological active compounds that
can be classified into fungicides, insecticides, herbicides and plant
growth regulators. They are used to repel or control pests on crops
and hereby enhance the productivity in food production. A spe-
cific group of fungicides are the dithiocarbamate (DTC) pesticides
that are widely used in agricultural production. DTCs are a group
of organosulfur compounds that can be further divided into three
subgroups, dimethylithiocarbamates (DMDCs), ethylenbisdithiocar-
bamates (EBDCs) and propylenbisdithiocarbamate [18]. Table 2.1
summarizes the nine different DTCs. All DTCs have in common that
they are complexes between carbamate groups and a transition metal
(except for thiram), and are highly insoluble in aqueous solution. The
chemical structure of the pesticides ziram, ferbam and nabam,which
were investigated in this thesis, are depicted in Figure 2.1, and their
solubility and different solvents is summarized in Table 2.2. Beside
their positive effect on food production, they can be potentially toxic
to non-target organisms and the environment as their residues are
highly mobile in soil, which might bear risk for ground water contam-
ination [19] [17]. More recently they were related to the development
of Parkinson’s disease in agricultural workers [20]. Fungicides of the
dithiocarbamate group are some of the most detected pesticides in
the European Union and it was only recently that new Maximum
Residue Levels (MRLs) were published by the European Commission
(EC) [21, 22]. The MRLs vary for different dithiocarbamate species
but right now there are no specific methods that can differentiate each
single dithiocarbamate. Generally, dithiocarbamate are decomposed
by acid hydrolysis with hot mineral acids before analysis. The decom-
position causes the generation of carbon disulfide (CS2), which can
then be detected by spectrophotometric and (gas)chromatographic
7
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methods. The unspecific detection of evolved CS2 is prone to false
positive results due to interference from matrix volatiles or acid di-
gestion, beside being very time consuming [17, 21].























Figure 2.1.: Chemical structure of dithiocarbamate pesticides, (a) ziram,
(b) ferbam and (c) nabam
2.1.1. Pesticide residues and legislation
Pesticide residue levels and their toxicology are evaluated in the Joint
Meeting on Pesticide Residues (JMPR), which is administered by the
FAO1 and the WHO2. They give recommendations and risk assess-
ments to their member countries on, e.g., MRLs and Acceptable Daily
Intakes (ADIs). For foodstuff that is produced inside or imported
into the European Union, the EC evaluates and approves every ac-
tive substance for plant protection in food and feed production, and




Table 2.2.: Solubility [23]
Ziram Ferbam Nabam
Water: 18.3mg·L−1 Water: 130mg·L−1 Water: 200 g·L−1
Acetone: 2.88 g·L−1 Acetone (soluble) insoluble in organic
Methanol: 0.22 g·L−1 Acetonitrile (soluble) solvents
Toluene: 2.33 g·L−1 Chloroform (soluble)
assesses their impact on human health and the environment based on
the JMPR recommendations. Foodstuff and feed produced for the
European market is currently subjected to the EC regulation from
2005 [22]. The regulation defines pesticide MRLs for a broad range
of different fresh and processed food products. In general, a residue
is the trace that a pesticide leaves in or on food after the applica-
tion. Consequently, MRLs are the maximum traces that are legally
allowed in or on food and feed and are expressed in mg·kg−1. The
MRLs for the different DTCs on foodstuff cover a range from µg·kg−1
to mg·kg−1 and vary for diverse food. They can be found in the Eu-
ropean pesticide database. The maximum residue level varies from,
e.g., 0.1mg·kg−1 for citrus fruits to 5mg·kg−1 for cherries [24].
2.2. Microfluidics
The growth of the semiconductor industry and with it the fast-paced
development of microfabrication techniques led to a new world of
microscale structuring methods. With the development of the first
on-chip gas chromatograph [25] and the highly promoted research on
ink-jet printers by IBM [26], fluidic devices on the microscale caught
the interest of more and more researchers, leading to the develop-
ment of countless applications in chemistry, biology and medicine.
The following section explains the principle physics of microfluidics,




Fluids in a microfluidic system behave quite differently than in the
macro systems that we encounter in our everyday life. When we
compare the surface area-to-volume ratio (SA:V) of a cylinder with
the diameter d = 4 cm, a length l = 8 cm and a volume V = 100.5mL,
the SA:V is 1.25 cm−1. The SA:V increases to 1000.25 cm−1, if we
reduce the volume to V = 100.5 nL and shrink the cylinder to a
capillary (d = 40µm). Reducing the SA:V can have positive effects,
as capillary forces dominate and heat dissipates easily by convective
transfer, but can also impact surface adsorption of molecules.
Fluid flow in the macroscale regime is dominated by inertial effects
that introduce instabilities and turbulence to our macro system, mak-
ing it chaotic and unpredictable. On the other hand, in microfluidic
systems, such as the above mentioned capillary, viscous forces dom-
inate and instead a laminar flow regime is developed, resulting in
sliding layers of fluids rather than chaotic turbulence [27]. The ratio





where ρ is the density, d is the length scale, e.g. the capillary di-
ameter, υ is the linear flow velocity and η is the viscosity. Reynold
numbers Re ≤ 2000 indicate a laminar flow regime, in the transi-
tional regime 2000 ≤ Re ≤ 2300 turbulent flow is not fully developed
and finally for Re ≥ 2300 the turbulent flow regime occurs [3]. In
microfluidic devices small dimensional parameters as low as a few µm
are common and hence a low Reynolds number indicates flow in the
laminar regime. The absence of turbulence may have many positive
effects, but as we shall see, it makes mixing of fluids more challenging.
In Figure 2.2 two differently sized solutes are dissolved in a liquid
stream that is flowing next to an adjacent stream of the same solvent.
The smaller molecules (dark blue) might have a diffusion coefficient of
D ≈ 5× 10−10m2·s−1 like, e.g., sugar molecules in water, the bigger
cyan colored solutes might be of the size of DNA molecules with a
diffusion coefficient of D ≈ 1× 10−12m2·s−1. As we can see, the
smaller molecules diffuse completely through the entire width of the
10
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Figure 2.2.: Schematic mechanism of diffusion in two adjacent laminar fluid
streams in a microchannel.
channel, whereas the bigger molecules do not mix with the upper
stream within the time the two streams are in contact.
In a microchannel, mixing of two solutes flowing in two laminating
streams of the exact same solvent is only dependent on diffusion.
The kinetics behind this phenomenon were described by Einstein and
von Smoluchowski in their studies on Brownian motion [28, 29]. The
movement of a single molecule in one dimension, according to Einstein
and von Smoluchowski described by:





where x is the distance traveled in time t and D is the solute’s specific
diffusion coefficient. From this equation it is obvious that mixing in
micro dimensional devices is highly dependent on the length scale
x. For the large molecule in Figure 2.2 the time to diffuse half the
width of the channel (e.g. 50µm) would approximate to 42min and
for the smaller molecule to 5 s. Mixing of both molecules will only
occur, if the time that the two adjacent fluid streams are in contact
for diffusion is long enough.
In addition, the molecules are also transported in axial direction
by the fluid stream with constant velocity υ from the inlet to the
outlet. A dimensional analysis will give the following choices for the
11
2. Theoretical Background











If τ raddiffusion << τaconvection diffusion is much faster than convection
and diffusive mixing is dominant. The relation between convective
and diffusive transport is described by another dimensionless number,







From this number the approximate length lm required for complete
diffusive mixing in a channel with the width w can be estimated as:
lm ≈ wPe (2.7)
Reynolds and Péclet numbers are not the only dimensionless num-
bers describing important fluidic phenomena, but they are some of
the most important guides for first dimensional design considerations
in microfluidic chip design. For a comprehensive overview on the
physics behind microfluidics, the interested reader is referred to the
reviews by Gravesen and Squires [30, 31] and for an in-depth discus-
sion to Bruus [27].
2.3. Flow in microchannels
Moving liquids in microchannel structures can be achieved in many
ways. Capillary forces can be used to drag aqueous liquids along hy-
drophilic surfaces, liquids can be pumped through a channel by high
precision syringe pumps or electro-charging effects can be utilized to
transport electrolyte solutions within an electric field. During this
work two different fluid pumping mechanism were used, which are
explained in further detail in the sections below.
12
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2.3.1. Pressure driven flow
Fluid that is moved through a straight microchannel, e.g., by a sy-
ringe pump, is driven by a pressure drop between the inlet and the
outlet of the channel. The Hagen-Poiseuille flow or pressure driven
flow is characterized by infinitesimally small liquid layers that slide
against their adjacent layers, building a parabolic flow profile inside
the channel, illustrated in Figure 2.3. The liquid’s velocity at the
channel wall can be assumed as equal to the velocity of the wall (i.e.,
zero), also known as no-slip boundary condition.
For the straight microchannel with a circular cross section the vol-




with channel radius r, channel length l, the liquid’s viscosity η
and the pressure drop along the channel ∆p. The reciprocal of the
equations first term is also known as the fluidic resistance of the
channel. Once again, this emphasizes the influence of the dimensional
parameter on the microfluidic behavior, as a decreased channel radius




Figure 2.3.: Hagen-Poiseuille flow profile in a capillary where ∆p is the pres-
sure difference.
Another fluid-driving force particularly useful in microscale sepa-
rations is electroosmosis which is discussed in the next section.
13
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2.3.2. Electrical double layer
When a surface is immersed into a solution, a interfacial region is
formed whose properties differ significantly from the bulk properties.
The formation of an electrical double layer (EDL) was first described
by Helmholtz who suggested that a monolayer of negativley (or pos-
itively) charged ions is adsorbed at the surface and an adjacent layer
of positively charged counterions from the solution is immobilized
by electrostatic forces [32]. This capacitor-like, fixed surface layer is
therefore known as Helmholtz layer. In Section 2.4.1, we will see that
the Helmholtz layer can further be divided into two planes.
After Helmholtz denoted this simple model of an EDL, Gouy and
Chapman described another model of the EDL. In their model, an in-
terfacial potential between immobilized negative charge carriers and
positively charged counterions in a diffuse double layer is built up.
Today’s model of the EDL was further modified by Stern, who com-
bined the two models to a system with a fixed (Helmholtz) layer
and a diffuse Gouy-Chapman layer, illustrated in Figure 2.4. Due
to the charge distribution across the layers, a potential is built up
that decays linearly over the Helmholtz layer (also called Stern layer)
and exponentially over the Gouy-Chapman layer [33]. The potential
between the two layers at the shear plane is the ζ-potential. Even
though a potential is built up, the entire system maintains electroneu-
trality at any time with the positive charge carriers canceling the
negatively charged surface.
2.3.3. Electroosmotic flow
If we take a closer look at the surface of a glass capillary in contact
with a buffer solution at high pH, the terminal silanol (-Si-OH) groups
at the surface are deprotonized to -Si-O-, leaving a negatively charged
wall. With the positively charged counterions next to it, a rigid
Helmholtz layer is built up and charge carriers from the bulk solution
forming the more diffuse Gouy-Chapman layer.
The thickness of this diffuse double layer can be calculated with
the Debye length λD
14





where ε is the dielectric constant, R is the universal gas constant, T
the absolute temperature, F is Faraday’s constant. The ionic strength






depends on the charge number z and the concentration c of each
buffer component [3]. The Debye length for common buffer systems is
in the order of a few nm and thus much smaller than commonly used




























































Figure 2.4.: Schematic of the electrical double layer defined by Stern. The
EDL can be divided into a fixed and a diffuse double layer,
keeping electroneutrality by balancing out charges between the
layers. The decay of the potential from surface to bulk solution




If an electric field E is applied between inlet and outlet of a mi-
crofluidic channel that is filled with buffer solution, hydrated protons
within the diffuse layer move towards the cathode and pull adjacent
fluid layers with them. A constant electroosmotic flow (EOF) with
a flat flow profile across the bulk solution is established with the
electroosmotic velocity:






From Equation (2.11) we can conclude that the EOF is strongly
dependent on the ζ-potential, which in return is influenced by both
the surface chemistry of the wall and any chemical changes in the
liquid due to changes in pH, temperature, ionic strength etc.
+
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Figure 2.5.: Electroosmotic flow in a glass capillary with the typical flat flow
profile outside the diffuse layer, while the flow velocity drops to
0 across the EDL.
2.3.4. Microchip capillary electrophoresis
When an electric field is applied across a microfluidic channel we have
already seen in Section 2.3.3 that a net flow towards the cathode is
16
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established. Furthermore, ionic species, which might be present in
the buffer solution, will migrate towards the anode or cathode of the






with charge q and the hydrodynamic radius rh. The total velocity
for a charged species is therefore a combination of electrophoretic and
electroosmotic velocity and with Equation (2.11) and Equation (2.13)
can be written as:
νtot = (µeo + µep)E (2.14)
Figure 2.6 illustrates that highly (positively) charged cations will
travel fast through a capillary, followed by neutral molecules and the
much slower, (negatively) charged anions. This separation technique
has been transferred from capillaries (capillary electrophoresis) to
microchips with very short analysis times in the millisecond range
[2]. The implementation of capillary electrophoresis on microfludic
platforms allows for valveless electrokinetic sample injection of very
small sample volumes in the pico- and nanoliter range. The cross-
channel design from Figure 2.7 illustrates gated sample injection into
a separation channel.
In a microchannel with negatively charged walls the electroosmotic
flow will have the same direction than the current flow in the system
and Ohm’s law and Kirchhoff’s circuit law can be used as an analogy
to calculate electroosmotic flow in the system [34]. The cross-channel
system consists of four connected channels with liquid reservoirs that
are connected to a high voltage supply. During a gated injection, the
separation channel is first conditioned with a buffer stream that is
flowing from the buffer reservoir (B) through the separation chan-
nel towards the waste reservoir (W). During this pre-injection step,
no sample is allowed into the separation channel and it is therefore
driven from the sample reservoir (S) towards the sample waste reser-
voir (SW). A small fraction of the buffer stream is still led into the SW
to prevent the sample from “bleeding” into the separation channel.
At the next step the voltage settings are changed and the sample
17
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is allowed to flow into the separation channel while the flow from
the sidearms is stopped. After a short time period the voltages are
switched back to their previous settings and the sample plug that was
built in the intersection is now “pushed” into the separation channel.
Other configurations for sample injection are, e.g., the pinched injec-
tion scheme and the double T injector and are discussed in further








µeo µeo µeoµep µep
Figure 2.6.: Separation principle in microchip capillary electrophoresis. Dif-
ferently charged analytes and neutral compounds can be sepa-









Figure 2.7.: Gated injection scheme for microchip capillary electrophoresis.
Figure adapted from [3]
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2.3.5. Optical detection in microfluidics
Optical detection schemes are often used in microfluidic systems and
have a long history in conventional analytical chemistry. Besides
absorption and photo luminescence, fluorescence spectroscopy is one
of the major detection methods.
Fluorescence
In fluorescence spectroscopy an electron is excited to a higher elec-
tronic state by the absorption of a photon. The excited species can
only remain in its high electronic state for a very short time frame,
usually in the order of 10−15s and eventually relaxes to its ground
state. During this relaxation, fluorescence occurs due to the emission
of a photon. The wavelength of the emitted light is larger than the
wavelength of the absorbed light, as a consequence of, e.g., thermal
energy losses during relaxation [37]. The excitation of and emission
by a species is a repetitive cycle that in theory can be repeated over
and over but the fluorescence signal can be lost permanently by pho-
tochemical destruction of the molecule known as photobleaching. A
non-permanent loss of fluorescence may occur by temporary interac-
tions with its environment (quenching) or with itself (self-quenching).
Although fluorescence detection offers very high sensitivities, the im-
plementation of a detection setup onto a microfluidic platform can
be challenging, as emitted light needs to be separated from excita-
tion light. Therefore, a typical setup often consists of several filters
and lenses, to focus the excitation light (e.g., a laser beam) onto the
mirochannel and a detector (e.g., a photo multiplier tube) that is
often placed in an angle (e.g., 45◦) to the excitation source to avoid
the direct collection of excitation light. Another drawback in fluores-
cence analysis is that not all analytes exhibit native fluorescence and
thus need to be labeled prior to analysis.
2.4. Electrochemistry
An alternative to optical detection is the integration of electrodes into
the microfluidic system and the electrochemical characterization and
19
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analysis. The following section will give a short introduction to the
theory behind electrochemical measurements in microfluidic systems.
2.4.1. The electrode-electrolyte interphase
In Section 2.3.2 we have already described the electrical double layer
(EDL) and the charge distribution at the interface giving rise to
electrokinetic phenomena such as electroosmotic flow. Figure 2.8
illustrates the interaction of a (positively) charged metal electrode
with the ionic zones of the aqueous electrolyte. The EDL that is
formed at the interface is described with the Bockris-Devanathan-
Muller model, a further development of the Stern model. This model
uses the fixed and diffuses layers, but also the predominance of polar




























Figure 2.8.: EDL with inner Helmholtz plane (IHP) and outer Helmholtz
plane (OHP) at the electrode-electrolyte interface, with contact
adsorption of large anions and solvated smaller cations, which
are not able to interact with the electrode surface. The arrow
in the solvent molecules is pointing towards the negative dipole
moment of the solvent.
Polar water molecules will orientate themselves at the electrode,
penetrated only by large anions that are not solvated and hence
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able to intact directly with the electrode surface. The plane through
the locus of these contact adsorbed species is called inner Helmholtz
plane (IHP). Solvated smaller cations are not able to interact with
the surface and are non-specifically adsorbed, restricted by the first
layer of water molecules. The plane through their locus is called the
outer Helmholtz plane (OHP). Both Helmholtz planes are located
within the Helmholtz layer and the potential from the electrode sur-
face across this layer drops linearly (see Section 2.3.2) [39]. Note that
the whole system is at equilibrium and electrically neutral. The EDL








where Cf is the capacitance of the fixed layer and Cd the capaci-
tance of the diffuse layer. Varying electrolyte concentration, desorp-
tion and adsorption processes can cause charge accumulation at the
electrode-electrolyte interface, responsible for double layer charging
and an increased capacitance. Even though no charge is transferred,
an external, nonfaradaic current can be measured. In contrast, a
faradaic current flows as the result of a charge transfer due to oxida-
tion or reduction reactions at the interface [33]. In electrochemical
experiments these oxidation and reduction (redox) reactions at the
interface are of interest and, hence the faradaic current.
The equilibrium potential for a redox system in solution is given
by the Nernst equation:






with E◦ being the standard potential, R the universal gas con-
stant, T the absolute temperature, CO and CR the concentrations of
the oxidized and reduced form, respectively. If we consider an inert
(metal) electrode surface in contact with a redox system
Red
 Ox+ ne− (2.17)
the reduced component Red will be oxidized if a current passes
through the electrode and the potential at the electrode is set above
E. The potential difference between the electrode potential and the
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equilibrium potential is the overpotential η. Table 2.4.1 shows the
convention for the redox reaction directions used throughout this the-
sis.
Table 2.3.: Convention for redox reactions
direction overvoltage current reaction
anodic η > 0 i > 0 Red→ Ox+ ne−
cathodic η < 0 i < 0 Ox+ ne− → Red
2.4.2. Three-electrode setup
Electrochemical measurements usually use a potentiostat with a three-
electrode setup that consists of a working electrode (WE), i.e., the
electrode-electrolyte interface, a reference electrode (RE) and a counter
electrode (CE) in a cell filled with liquid. The RE is maintained at a
stable potential and used as a reference for the potential control and
measurement at the WE. To prevent any current flow between WE
and RE, the potentiostat has a high input impedance so that the
current in the system is drawn through the CE. A current flowing
through the RE would change its potential. WE and RE are usu-




Cyclic voltammetry (CV) is a powerful technique to determine the
dynamics of redox systems, characterize electrode behavior and study
chemical and adsorption processes. The potential is swept in a trian-
gular wave form and the resulting current at the WE is monitored.
The scan starts at a potential that is below the characteristic E of
the analyte and the current measured corresponds to non-faradaic
charging processes. During the forward scan, when the potential ap-
proaches E, the oxidation of the analyte begins. While the reduced
form is consumed at the electrode surface, more species are brought
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to the surface by diffusive transport mechanisms and the anodic cur-
rent further increases until a maximum is reached. The concentration
gradient in the diffusive layer at the electrode surface increases fur-
ther into the bulk solution and a depletion of the surface area takes
place as can be seen from the drop in current leading to a peak-shaped
voltammogram. When the potential scan is reversed, oxidized species
that were generated during the forward scan are reduced and a nega-
tive cathodic current is measured until the electrode surface is again
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Figure 2.9.: Schematic illustration of a cyclic voltammogram with anodic
and cathodic peaks for a typical reversible redox system. Ep
and Ip are the peak potential and limiting current for the anodic
and cathodic sweep. Inset (a) depicts the triangular potential
waveform for one cycle. The concentration gradients and their
corresponding diffusion layer thickness δ is illustrated in inset
(b) for different steps during the forward scan.
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The simulated voltammogram in Figure 2.9 shows some character-
istics for a chemically reversible system (Nernstian kinetics), i.e., the
rate of the electron transfer is higher than the mass transport. In
such a system the difference in peak potentials ∆Ep for a n-electron





peak current is given by the Randles-Sevčik equation at 25 ◦C,
Ip = 2.69× 105n3/2C∞D1/2ν1/2A (2.18)
where n is the number of electrons, C∞ is the bulk concentration
(in mol·cm−3), D is the diffusion coefficient (in cm2·s−1), ν is the
scan rate (in V·s−1) and A is the electrode area in (cm2). As will be
discussed in the next section the shape of a cyclic voltammogram will
have a sigmoidal form for microelectrods and measurements under
hydrodynamic conditions.
Miniaturization and hydrodynamic behavior
The ongoing trend towards miniaturization has also brought some
advantages to the electrochemical world. Microelectrodes (i.e., one
electrode dimension < 25µm [39]) display outstanding characteris-
tics. The reduction in size reduces the double layer capacitance, in-
creases the current density and their overall lower measurement cur-
rents make investigations of low conducting systems possible (lower
Ohmic drop compared to macro system)[40]. Furthermore, due to
radial (and planar) diffusion at the electrode the diffusion layer thick-
ness exceeds the dimensions of the electrode and steady state limiting
currents are rapidly obtained during cyclic voltammetric experiments.
If we consider a microelectrode in a microchannel, fresh solution is
brought to the electrode surface by a constant laminar flow. Hence,
the thickness of the diffusion layer is dependent on the convective
transport of the fluid and decreases as the flow rate increases. This
can be seen in an increase in limiting current, which is illustrated in
Figure 2.10.
Microfluidic systems satisfy usually, the following assumptions:














































Figure 2.10.: Simulated cyclic voltammogram for a reversible redox reac-
tion with a sigmoidal shape for a microelectrode setup under
hydrodyamic laminar flow conditions. The concentration gra-
dients and their corresponding diffusion layer thickness δ is
illustrated in inset (a). Inset (b) depicts the triangular poten-
tial waveform for one cycle.
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2. diffusive transport is small compared to convective,
3. the parabolic flow profile can be approximated as linear in the
close vicinity of the electrode.
under theses circumstances, the limiting current of a band electrode









with the number of electrons n, Faraday’s constant F , the bulk con-
centration C∞ (in mol·cm−3), the diffusion coefficientD (in cm2·s−1),
the volume flowQ (in cm3·s−1), the half-channel height h, the channel
width d, and the band-electrode width w and length xl.
2.4.4. Gold electrodes in aqueous solutions
In this work, inert gold (Au) electrodes were used for electrochemical
measurements. The applicable potential range for inert electrodes
in (non-)aqueos systems that can be used for electrochemical mea-
surements is defined by the electrolytic breakdown of the solvent.
Figure 2.11 shows a hypothetical linear sweep3 voltammogram for an
Au electrode in aqueous solution with water and oxygen as the only
active species. As can be seen, the current increases almost exponen-
tially for the decomposition of water and the resulting oxygen and
hydrogen evolution, respectively. The potential range in between is
called the potential window and varies for different electrode materi-
als and solvent/electrolyte compositions. Measurements outside this
window would suffer from high background currents. The use of non-
aqueous solutions can widen the potential window. If the solution
is saturated with oxygen, which is usually the case for nondegassed
aqueous solutions, the dissolved oxygen is reduced at lower potentials,
thus limiting the useful potential range. Usually, degassing the so-
lution and purging it with nitrogen can remove the dissolved oxygen
[39].





Although cyclic voltammetry is a very useful technique to electro-
chemically characterize a specific analyte, it cannot be used as a
detection method after analyte separation in, e.g., capillary elec-
trophoresis. Here, DC amperometry can be used as a detection
method, where a predefined potential is applied between the working
and reference electrode. When the analyte passes the working elec-
trode it is either reduced or oxidized and the recorded current is a
measure for the concentration of the analyte. The specific detection
potential can be identified from cyclic voltammograms and the purple
line in Figure 2.11 shows the response for a hypothetical analyte dur-
ing the forward scan. A detection potential close to the onset of the
oxidation (1) obviously would not give a high signal; a detection at
the half-wave potential (2) would give a better resolution, but would
be very prone to minimal potential changes. The optimal detection
potential would therefore be the minimal potential where the pro-
cess is already current limited (3), but not to close to the beginning
oxygen evolution (4), to minimize the signal-to-noise ratio [42].
2.5. Microfabrication techniques
All those miniaturized methods require microfabrication techniques
to produce microfluidic devices with small channel dimensions. The
rapid development in microelectronics and MEMS4 applications pro-
vides a wide range of photolithographic and other microfabrication
techniques that can be used for microfluidic devices. Most of these
techniques are based on silicon and glass substrates and the first mi-
crofluidic devices were made of these materials. On the other hand,
silicon and glass substrates are rather expensive materials that can
only be processed in cleanroom facilities, which increase the produc-
tion costs of disposable devices. With the demand for cheap, single-
use and often biocompatible devices the development was shifted to
polymeric materials. Although cleanroom processes are still used for
certain applications, several alternatives for polymer fabrication are


























Figure 2.11.: Simulated behavior for a forward scan from a negative po-
tential to a positive potential in aqueous solution where only
water and oxygen (dashed line) are present. The straight black
line shows the potential window for a degassed solution, where
the onset of hydrogen and oxygen evolution limits the appli-
cable potential window. The dashed line shows the reduced
potential window, due to dissolved oxygen reduction, when the
solution is saturated with oxygen. The purple line shows the
corresponding response for a present analyte under hydrody-
namic conditions. Finding the right detection potential: (1) A
potentail close to the onset of oxidation will give a low signal.
(2) A detection close to the half-wave potential will be prone
to potential changes. (3) Optimal detection potential where
the process is current limited. (4) A higher potential will not
result in a better detection signal but the onset of oxygen evo-





Laser ablation is a very fast technique to structure a wide spectrum
of polymeric materials that covers polystyrene, polycarbonate (PC),
polyethyleneterephthalate, poly(methyl)methacrylate (PMMA), poly-
dimethylsiloxane (PDMS) and many more [43]. Two different radi-
ation wavelengths, infrared (IR) and ultraviolet (UV) radiation, are
used to remove polymeric material. The substrate is placed on a
holder and the laser beam is moved in x-y direction across it, follow-
ing a path that is predefined through a computer aided design (CAD)
drawing. Depending on the radiation, the material is either removed
by thermal degradation of locally heated areas (IR) or by a combi-
nation of UV-activated chemical bond breaking and thermal degra-
dation. Feature sizes are highly dependent on radiation wavelength,
laser power, number of passes and optical properties of the system.
Typical minimum feature sizes for an IR system are a few 100 µm,
but smaller dimensions can be reached with UV systems or mask-
ing techniques that use a photomask to define the ablated structure
rather than a direct laser writing along a path. Even though small
feature sizes are easily realizable within seconds, the surface rough-
ness, channel shape and bulge formation is highly dependent on the
polymer composition, but also on various processing parameters and
interactions of them [44].
2.5.2. Soft lithography
In softlithography a negative mold is made by micrstructuring tech-
niques such as micromilling or more advanced cleanroom techniques.
The mold is then used to build a positive polymer copy. The mold-
ing process allows for cheap replication of many copies with small
three-dimensional structures down to the nm range [45].
Casting
Casting is a fast and reproducible structuring method for elastomeric
polymers and microfluidic chips are often cast in PDMS. The silicone
base is mixed with a curing agent prior to use and poured over the
mold. The chemical crosslinking of the two components starts imme-
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diately after mixing, but can be enhanced by placing the filled mold
into an oven. For a curing temperature of 80 ◦C, the solidification
takes approximately 2 h. The cured PDMS can than be peeled off
from the mold. Figure 2.12 depicts the molding process.
(a) Master mold (b) Pre-polymer 
(c) Curing (d) Structured PDMS
Figure 2.12.: Casting of PDMS structures. (a) Negative master mold fabri-
cated by micromilling or cleanroam fabrication methods. (b)
Pre-polymer is poured over the mold and (c) cured. (d) Final
positive structure.
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3.1. First generation microfluidic chip for DTC
detection
The Ph.D. project started with the intention to develop a microflu-
idic device that can perform a chemical analysis of several dithio-
carbamate (DTC) pesticides. The design of a first generation mi-
crofluidic chip involved on-chip electrochemical detection combined
with a second optional optical detection method in non-aqueous me-
dia. Figure 3.1 shows the schematic drawing of a microfluidic device
with integrated gold electrodes for electrochemical detection and fiber
couplers for UV absorbance or fluorescence measurements. The fab-
rication process of the microfluidic part is discussed in detail in the
following sections, whereas the integration of microelectrodes and the
electrochemical measurements are discussed in Chapter 4 on page 59.
3.2. Substrate materials
When developing a new microfluidic system several aspects are im-
portant. Apart from the channel geometry, the choice of an adequate
substrate material is fundamental. The microchips that were devel-
oped during this thesis were designed for in-field monitoring of DTC
pesticides. Chips for this purpose have to be cheap and disposable
and electrically insulating for the implementation of electrochemical
detection schemes and electrokinetically driven separations. In ad-
dition, low autofluorescence and high light transmission are crucial
for optical detection and resistance to organic solvents is explicitly
needed for DTC analysis in non-aqueous solutions.
Silicon and glass chips would offer a high chemical stability, but
fail in terms of optical transparency, insulating properties (silicon)
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(a)        (b)
Inlet
Outlet
Figure 3.1.: (a) Schematic drawing of a COP microchip for electrochem-
ical and additional optical detection. The design consists of
an injection cross for electrokinetic sample injection, a sepa-
ration channel, a detection cell for UV absorbance measure-
ments and an electrode array for electrochemical detection.
(b) A first generation chip for electrochemical detection with
a 68mm× 50 µm× 50 µm channel and an integrated microelec-
trode array for pressure driven flow.
and low production costs. Although quartz glass is optically trans-
parent down to the UV range and silicon surfaces can be modified, so
that they are transparent and electrically insulating, the fabrication
of such devices would involve several photolithographic steps, which
would be reflected in an overall rise of production time and costs.
Polymer substrates, on the other hand, are cheap substrate materials
that can be structured in fast thermo-forming processes.
During the last 30 years of microfluidic research, several polymeric
materials have been investigated. Among those, the most prominent
ones are poly(methyl)methacrylate (PMMA), polycarbonate (PC)
and polydimethylsiloxane (PDMS). All of them are well studied with
standard procedures for structuring and bonding. Especially PDMS
is very popular and often the first choice, when it comes to rapid pro-
totyping. Apart from their good processability in fast reproduction
methods like injection molding, hot embossing and casting, they of-
fer good optical transparency reasonable for many applications. The
chemical resistance of PMMA and PC is rather poor, crack prop-
agation at stress points will cause failure of the microfluidic chip
when they come in contact with common polar solvents like ethanol
or methanol. This major drawback makes them unsuitable for op-
erations in non-aqueous solutions. PDMS, in contrast, will not de-
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compose upon contact with organic solvents, but adsorption into the
polymer matrix can cause swelling of the polymer [46]. Its high com-
pliance is very advantageous for on-chip valves, where a high grade of
deformation is needed but channel deformation might also influence
the flow stability [47]. Note that PDMS is optically transparent from
the UV range to near infrared range and offers some advantages in
other areas like high gas permeability that are crucial in biomedical
applications.
In the late 1980s a new polymer, cyclic olefin polymer (COP), be-
came commercially available and soon raised interest as a new ther-
moplastic “supermaterial” with promising properties. COP’s main
advantage over commonly used polymers is its excellent chemical
resistance against organic solvents, paired with good optical trans-
parency even in the near UV range, which makes it superior to
PMMA, PC and PDMS.
COP is produced by a wide variety of manufacturers and is there-
fore available under various brand names, with Topas1, Zeonor2 and
Zeonex2 being the most prominent ones in microfluidic applications.
During this work, Topas and Zeonor foils were used. Both polymers
are available in different grades with slightly different characteristics
due to their different polymerisation mechanisms. Topas is polymer-
ized in a chain polymerization with ethene, Zeonor and Zeonex, on the
other hand, are produced in a ring-opening metathesis polymerization
of cyclic monomers and a subsequent hydrogenation [48, 49]. For this
reason, Topas, which is synthesized from more than one monomer,
is referred to as a cyclic olefin copolymer (COC) and Zeonor/Zeonex
as COPs. In this thesis, COP will be used as a synonym for both
polymers, as suggested by Nunes et al. [50].
Not much information is available on the exact chemical composi-
tion and its influence on the physical and chemical properties of both,
Topas and Zeonor. The different synthesis schemes are illustrated in
Figure 3.2 A. The increase in glass transition temperature (Tg) and
stiffness for Topas is related to an increase in norbornene content and
its position in the main chain [51], whereas the Tg for Zeonor and
Zeonex grades is related to a change in substitute group and subse-
1Topas Advanced Polymers Inc., Florence, KY, USA
2Zeon Corporation, Tokyo, Japan,
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quent ring formation [48, 49] (Figure 3.2 B). The different properties
of these COPs are summarized in Table 3.1 and their chemical resis-
tance is compared with other common polymers in Table 3.2.
Table 3.1.: Properties of common microchip polymers
Topas Zeonor PMMA PC
Glass transition temperature Tg [◦C] 78-178 102-164 106 150
Optical transmission [%]3 91 92 88 92
Water absorption [%] 0<0.01 <0.01 0.1 0.04
Table 3.2.: Chemical resistance of different thermoplastic polymers
Topas Zeonor PMMA PC













Sulfuric acid (40%) Sulfuric acid (10%)
Hydrochloric acid Hydrochloric acid (36%)
Nitric Acid Nitric Acid (65%)
Sodium hydroxide (50%) Sodium hydroxide (50%)
3.3. Microstructuring
A major advantage of thermoplastics over conventional silicon and
glass substrates is their suitability for automatized high throughput
fabrication methods, which will reduce the cost of a single device.
Injection molding is probably the fasted mass fabrication method
but it is arguably not the preferred one for single prototyping. Hot
embossing is an alternative thermal replication methods that can
be automated, especially for lab-on-a-foil applications [52], and was
used as the preferred structuring method of COP film during this
3Percentage of optical transmission given by the supplier according to ISO 13468-










T = 75 Cg T = 86 Cg T = 95 Cg T = 150 Cg T = 162 Cg
(a)
(b)
Figure 3.2.: (a) Synthesis of Topas and Zeonor/Zeonex through chain poly-
merization and ring opening methathesis [48], (b) Tg is depen-
dent of the chemical structure of Zeonor/Zeonex [49]
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work. Furthermore, foil substrates are more flexible than stiff plates
substrates which facilitates demoulding after structuring.
3.3.1. Hot embossing
The functional principle of hot embossing and nanoimprint lithogra-
phy is very similar, both methods are used to shape a thermoplastic
by pressing a stamp into a heated substrate. Substrate and stamp
are brought into conformal contact and placed in a press. Once the
setup is heated to a temperature above the glass transition temper-
ature of the thermoplastic, the stamp is pressed into the softened
material. While keeping the pressure constant, the temperature is
lowered below the glass transition temperature, the structured poly-
mer solidifies and can be separated from the stamp. The replication
quality depends highly on the rheological properties of the softened
polymer and hence polymer specific process parameters for tempera-
ture and pressure are applied. When using a press that is equipped
with a vacuum chamber, even small feature sizes in the nanometer
range are possible [53]. Hot embossing and nanoimprint lithography
differ from each other, in that the former is defined for structures that
are embossed into a thick substrate and thus only the surface is struc-
tured. In nanoimprint lithography, a thin film only slightly thicker
than the fabricated structures is used and hence a thin residual layer
remains after the structuring that can be removed by etching.
Silicon stamp fabrication
The COP microchips that were used in parts of this thesis were fab-
ricated by hot embossing using a manual hydraulic press. The silicon
stamp that was used to replicate structures was fabricated on a 4 inch
silicon (Si) wafer (525 µm thickness). The channel structures were
transferred to the Si-wafer by standard positive UV-photolithography,
followed by an anisotropic DRIE4 step in an inductively coupled
plasma etcher (Surface Technology System, Newport, UK). Deep
anisotropic etch profiles were fabricated utilizing the Bosch process,
which consists of two-step etching and passivation cycles. During
4Deep Reactive Ion Etching
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the etching phase sulfur hexafluorid is used to etch silicon and it is
followed by a passivation step, where octafluorocyclobutane is used
to deposit a passivation layer onto the sidewalls that will protect al-
ready etched areas from further exposure to the reactive ions in the
next cycle. The alternation of etch and passivation steps results in a
scalloped surface that becomes smoother as the cycle time decreases.
By alternating etching and passivation steps, deep anisotropic etch
profiles with straight sidewalls were obtained. Figure 3.3 shows two
SEM5 micrographs of a Si-stamp for COP embossing. An etch-
ing/passivation ratio of 1.2 with a cycle length of 4.4 s was used,
that resulted in slightly tapered sidewalls (3◦ undercut) and a very
smooth surface (scallop size  1µm). After etching, the photore-
sist was stripped by an oxygen plasma followed by an RCA6 clean
and a wet oxidation of a 200 nm thin silicon oxide layer. The ox-
ide layer was almost etched away in a short hydrofluoric acid dip,
leaving a smoother sidewall surface. To prevent sticking of the poly-
mer to the stamp, a teflon like coating was applied with chemical
vapor deposition (CVD). During CVD a monolayer of 1H,1H,2H,2H -
perfluorodecyltrichlorosilane is covalently bound to the silanol groups
of the Si-surface, which makes the surface of the stamp hydrophobic
and prevents sticking of COP during the molding and demolding pro-
cesses. Each wafer contained three Si-stamps that were diced with a
Disco automatic dicing saw (DAD 321, Japan).
Figure 3.4 illustrates the entire fabrication process from master
fabrication to final polymer channel structure.
Zeonor embossing
Zeonor foil was chosen as the preferred substrate material for mi-
crofluidic chips because of its superior foil quality. Where Topas foils
(TOPAS Advanced Polymers Inc., Florence, KY, USA) have a lot
of imperfections, e.g., small trapped air bubbles and striation marks
from foil extrusion, Zeonor foil does not show any visible imperfec-
5Scanning Electron Microscopy
6Cleaning step invented by Radio Corporation of America, which involves clean-
ing of organic and inorganic contaminants and the removal of thin (native)
oxide layers.
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Figure 3.3.: (a) Si-stamp after DRIE, scallop size is much less than 1 µm.
(b) Smooth sidewall of a Si-stamp after silicon oxide etch.
tions. It is available in two different grades, ZF-14 (Tg = 136◦C)
and ZF-16 (Tg = 163◦C) and various foil thicknesses, varying from
40 µm to 188 µm. ZF-14-188 was used as the substrate material for
all Zeonor chips during this work. It was partly obtained as a sam-
ple from Zeon (Zeon Europe GmbH, Düsseldorf, Germany) and later
purchased from Ibidi (Ibidi GmbH, Planegg, Germany). The foil is
covered with a protective film on one side and this protected side
was always used as the active side for structuring and bonding. A
manual hydraulic press (P/O WEBER Remshaldern, Germany) with
two guiding columns and individually addressable hotplates was used
to emboss a straight micro channel with the following dimensions
50µm × 50µm × 68mm. The Si-stamp was cut from the wafer in a
rectangular shape (10mm × 75mm) and a piece of Zeonor foil was
cut, slightly bigger than the Si-stamp. To prevent sticking of COP
foil to the metal platen of the press, the embossing stack was sand-
wiched between a bottom glass plate, a flat teflon coated Si-wafer,
and a top glass plate, before it was loaded into the preheated press.
The temperature was increased to the final embossing temperature
and the press was left for temperature equilibration for 10min be-
fore embossing. Embossing temperatures from 145 ◦C to 160 ◦C and
forces from 7 kN to 15 kN were applied. A constant pressure over
10min was manually maintained by adjusting the pressure with the
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Figure 3.4.: Schematics of the Si-stamp fabrication and hot embossing
process.
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and the sandwich was taken out at 80 ◦C. The embossed foil can be
demolded by carefully sliding a scalpel between the foil and the flat
Si-wafer, thus carefully lifting foil and stamp off the wafer. After
that, the foil can readily be peeled off the Si-stamp. Optimum em-
bossing results were found for an embossing temperature of 155 ◦C
and 10 kN embossing force. Figure 3.5 shows the crosssection of an
embossed channel.
Figure 3.5.: Cross section of an embossed microchannel in COP. Dimen-
sions: 80 µm× 80 µm
Hot embossing of Topas foil (Topas 5013L, T g = 134 ◦C, foil thick-
ness t = 254µm) can be performed with the same embossing pa-
rameters, as previously described for Zeonor embosssing. Topas foil
is stiffer than Zeonor foil and hence manual demolding can cause
crazing of the material in areas with high local tension. The white
lines typical for crazing can be seen in Figure 3.6. Re-heating of the
stamp/foil stack in an oven at 100 ◦C, after the separation from the
flat Si-wafer and prior to demolding, can facilitate the demolding and
prevents crazing.
Once the foil is structured, holes are drilled through the reservoir
area for a later microfluidic interconnection. The yet open channel is
laminated with a COP foil to seal the structures.
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Figure 3.6.: Distorted structure in Topas foil after demolding due to stress-
induced crazing of the brittle material. The micrograph shows a
microchannel (horizontal structure) and two fibercouplers (top
and bottom structures) at a distance ca. 200 µm away from the
channel. White lines that are typical for crazing can be seen in
the bottom structure (green circle) and along the channel wall.
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3.4. Bonding
Bonding and the (ir)reversible sealing of open channel structures is
a crucial step in the fabrication of microfluidic devices. Bonding of
glass [54], PDMS, PDMS-to-glass [55] and PMMA [56, 57] is usually
straight forward and existing protocols can easily be adapted. In
contrast to this, COP bonding is more challenging as we will see in
the following sections.
3.4.1. Thermal bonding
Sealing of an open polymeric structure can be obtained by thermally
activated diffusion bonding. During this process, the structured part
is sealed with the same material by bringing them into conformal
contact and placing them in a press. While pressing them together
at a temperature below Tg the two surfaces in contact are bonded
by thermally activated crosslinking of the polymers. Several research
articles have been published describing the thermal bonding of either
Topas or Zeonor, mostly low Tg grades. Successful thermal bond-
ing of thick slides (> 1mm) [58–62], thin layers of spincoated Topas
[63–65], and fast lamination using an office roll laminator [66] have
been reported. Thermal bonding of COP is often not sufficient and
a variety of strategies were developed by several research groups to
improve the bond strength of this particular polymer [67–73]. Some
are suggesting direct bonding with rather complicated application of
adhesives: here, a thin layer of UV glue is applied to the bond sur-
face and the mating parts are carefully aligned before UV exposure.
Obviously, channel clogging due to excess UV glue is frequently en-
countered and the authors try to overcome this by extrapolating the
glue spread rate, using sacrificial channels and nitrogen to blow out
excess glue [74].
3.4.2. Surface activation
Furthermore, different surface treatment methods have been sug-
gested to improve COP bonding. In general, surface treatment aims
to modify the surface characteristics, while the bulk material is un-
changed thus providing a stronger bond between two mating surfaces.
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The following sections give an overview over such treatments and ex-
plain qualitatively the results for Zeonor and Topas foil bonding. See
also Table 3.3.
UV and UV/ozone treatment
Surface exposure to UV radiation is expected to photolytically de-
grade surface polymers and thus lower the Tg of the surface, while
the bulk remains unchanged [57]. While Truckenmüller et al. [57]
were the first to successfully bond PMMA applying UV radiation,
Bhattacharyya et al. [67], Tsao et al. [68] and Shinohara et al. [69]
investigated UV-irradiation, combined UV/ozone (UV/O3) and oxy-
gen plasma surface treatment and their impact on improving the
bond strength of COP. They found that the exposure to reactive
ozone and oxygen plasma produced low molecular weight polymers
through chain scission, thus lowering the surface Tg. Furthermore,
the surface became more hydrophilic due to the oxidative reaction
and the formation of terminal oxygen containing groups. Both the
lower surface Tg and hydrophilic surface were suspected to have a
positive effect on bonding strength [69].
Oxygen plasma treatment
Native COP surfaces are generally very hydrophobic and their termi-
nal hydrocarbon groups make covalent functionalization or bonding
challenging [75]. Mizuno, Shinohara and co-workers [69, 76], and
later Roy et al. described a positive effect of oxygen plasma treat-
ment on COP bond strength [70]. By exposing Zeonex 480 plates
(T g = 138 ◦C) to oxygen plasma Mizuno and Shinohara found an in-
crease of surface energy from 0.6 J·cm−2 to 8 J·cm−2 and an increase
in burst pressure to 1.31MPa for samples that were treated with
a 30 s oxygen plasma and bonded at room temperature (though no
burst pressure was given for untreated samples). Roy et al. report an
increase of burst pressure from 1.61MPa (untreated) to 2.03MPa for
oxygenated argon plasma treatments of a sandwiched Topas 5013 and
Topas 6015 chip (T g = 134 ◦C and T g = 158 ◦C, respectively), with
bonding temperature=138 ◦C [70]. As already described by Hwang
et al., they confirmed a change in surface wettability by a change in
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contact angle from 90◦ to below 20◦ and related the improved bond-
ing strength to implementation of oxygen groups into the surface of
the respective COPs [77]. The presented surface activation methods
are summarized in Table 3.3.
Solvent-assisted bonding
Solvation of a polymer surface by a suitable solvent enables the en-
tanglement of its polymer chains, which then become more mobile
and promote the diffusion across the interface of two mating sur-
faces during bonding [78]. The ability of a solvent to dissolve a spe-
cific material is given by the compound’s solubility parameter, e.g.
the Hildebrand parameter δ. The specific Hildebrand parameter for
Zeonor foil is not published by the manufacturer, but Tsao et al. re-
ported a value of 17.7 MPa1/2 for COC [78]. Polymers and solvents
with the same or close Hildebrand parameter are likely to be soluble
in each other. Wallow et al. bonded Zeonor 1060R slides successfully
by immersing them in a 80:20 wt% ethanol:decalin mixture (10min
for the unstructured lid and 30 s for structured parts) before ther-
mal bonding [71]. They could improve the bonding strength by more
than 2-fold, compared to to untreated samples. Miserere et al. used
a PDMS slab that was soaked in hexadecane for 1 h as an ink-pad to
plastify the unstructured Topas 8007 lid before bonding [79]. A third,
vapor based method was first described by Ro et al. where they used a
short exposure to methylcyclohexane vapor to plastify Zeonor 1020R
[80, 81]. Mair, Ogilvie and co-workers further investigated this va-
por method and Mair et al. reported very high burst pressure values
(36MPa for a single chip) for Topas 8007 chips that were bonded by
a cyclohexane vapor plastification and subsequent 15min UV expo-
sure after pressure-assisted room temperature bonding [72, 73]. The
reported solvent bonding methods and achieved bond strengths are
summarized in Table 3.4.
3.5. Experimental
Surface activation tests of Zeonor and Topas foils were performed
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Wiesbaden, Germany, intensity: 40mW·cm−2 at 365 nm), a UV/O3-
photoreactor (UVP PR-100, UVP LLC. Upland, CA, USA, nominal
irradiation peak intensity 15mW·cm−2 at λ = 254nm) and an oxygen
plasma chamber (atto plasma chamber with 13.56MHz generator, Di-
ener Electronic, Ebhausen, Germany). All chips were cleaned with
isopropanol in an ultrasonic bath for 10min prior to bonding to re-
move particles, flushed again with isopropanol and blown dry with
nitrogen. For Zeonor substrates, the protected side of the foil was
used as the active bonding side.
Reagents
Xylene, hexadecane, methylcyclohexane and isopropanol were ob-
tained from Sigma Aldrich (Saint Louis, MO, USA) and were of
analytical grade.
3.5.1. Thermal bonding of Zeonor-ZF-14
Zeonor foil was thermally bonded based on parameters that were de-
scribed previously by our research group [82]. Bonding of the Zeonor
foil was achieved by placing the structured foil with the drilled holes
and an unstructured bottom foil between two quartz glass plates,
which were then loaded into the hydraulic press. The upper hot plate
was lowered until it was in contact with the upper quartz glass plate
but no pressure was applied. After increasing the temperature to
125 ◦C, a bonding force of 10 kN was applied and kept constant over
10min. The bonded chip was released after a short cooling period at
100 ◦C. Bonding with this method often led to insufficient bonding
with delaminated areas around the channel; furthermore, the bond-
ing was not very strong and the two foils could readily be peeled
apart. To further improve the bonding and level out any uneven-
ness in the press, the bonding stack was sandwiched between either
0.5mm thick graphite sheets or 1mm thick rubber slabs, wrapped
in aluminum foil. To prevent imprinting of the graphite sheet or
aluminum surface into the COP surface, a teflon-coated Si-wafer or
polished nickel shims were placed between the aluminum foil and the
COP bond stack. The compressible support layers helped to pre-
vent un-bonded areas due to an uneven pressure distribution across
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the bonding area, but did not improve the bonding strength. Vari-
ation in temperature from 115 ◦C up to 129 ◦C in combination with
low (7 kN), medium (10 kN), and high (15 kN) bonding forces did
not lead to any improvements. It either promoted channel block-
ing by collapsed sidewalls (high temperature, high pressure) or did
not bond at all (low temperature). Thermally bonded Zeonor chips
only resisted flow rates of 10µL·min−1 and frequently leaked after
a few hours (see Chapter 4 on page 59). Therefore, several surface
treatments were applied to improve the bonding strength.
UV/ozone treatment
As reported by Shinohara et al. [69] and Tsao et al. [68], UV/O3
treatment of Zeonex 480 plates and Zeonor 1020R (T g = 138 ◦C)
could improve the bond strength and similar experiments were per-
formed with Zeonor foil. Bottom and top foil were placed into a
UV/O3-photoreactor, approximately 2 cm below the UV-grid.
Exposure times were 1min, 5min, 10min and 15min. After ir-
radiation, the foils were brought into conformal contact and placed
between two flat nickel shims. This stack was sandwiched between
two 1mm thick rubber slabs and placed into a pre-heated lab press
(T = 125 ◦C). A constant force of 10 kN was applied for 10min there-
after the bonded chip was released. UV/O3 treatment of Zeonor foil
caused a moderate change in surface wettability to a contact angle of
40◦. Furthermore, Zeonor foil turned yellowish after 5min exposure
and therefore, the optical transmission after UV/O3 exposure was
measured with an UV/VIS spectrometer (UV/VIS 1800, Shimadzu,
Kyoto, Japan). The result is shown in Figure 3.7. Upon UV/O3 treat-
ment the optical transmission changed drastically, falling below 50%
in the range from 248 to 320 nm. This makes UV/O3 treated chips
unsuitable for optical detection methods in the UV range. Bonded
chips showed stronger bond strength.
When separating the foils, “marks” were left on the surface, in-
dicating a stronger interlocking of the material. Even though the
UV/O3 treatment had a positive effect on the bond strength, the
laminated foils could still be separated with little resistance. After
further separation of the laminated foils, the non-uniformity of the
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bond was revealed (see Figure 3.8). Large transparent areas could
indicate a “resistance” to the treatment resulting in a locally lower
bond strength.
A 30 s UV treatment with a UV-flood lamp caused already a loss
of light transmisssion below 50% in the range from 248 to 330 nm
but with no improvement in bond strength. No significant change in
contact angle was observed and this method was not further investi-
gated.
Figure 3.7.: Transmission spectrum of native Zeonor foil, and after UV or
UV/O3 treatment (foil thickness 188µm). Transmission drops
to below 50% in the range from 248 to 330 nm after longtime
UV/O3 treatment. A small decrease was also observed for 1min
UV/O3 treatment.
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Figure 3.8.: Delaminated chip. Transparent areas show surface regions that
were not affected by UV/O3 treatment.
Oxygen plasma treatment
Plasma treatment of Zeonor foil was performed in an oxygen rich
plasma at 50W with a process pressure of 0.5mbar. Samples were
treated for 100 s and 300 s. The contact angle after plasma treatment
was not measurable (<20◦), because of the high hydrophilic surface
after the treatment. Repeated measurements showed that the plasma
treated surface would stay hydrophilic and no contact angle could be
measured over 7 days. Bonding of plasma-treated Zeonor samples
was performed using the same thermal bonding parameters as already
described above (T = 125 ◦C, F = 10 kN, t = 10min). No qualitative
change in bonding strength was observed for neither of the chosen
treatment times, the two mating foils could be separated by peeling
with no effort. The plasma treatment did not had an effect on the
light transmission.
Solvent-assisted bonding
Xylene (δ = 18 MPa1/2)7 , hexadecane (δ = 18 MPa1/2)7, methyl-
cyclohexane (δ = 16 MPa1/2)7, and isopropanol (δ = 23.4 MPa1/2)7
were chosen for solvent-assisted bonding. Surface activation was per-
formed in two different ways. First an ink-pad like setup was tested:




a few drops of xylene were dripped on a laboratory tissue and Zeonor
foil was pressed against the tissue. Pressing the foil caused imme-
diate cracking and crumbling. Also, diluted xylene with isopropanol
(4% v/v) caused cracking after stamping. A second approach was
to use a mixture of hexadecane and isopropanol. In this case, the
solvent solution was pipetted onto the surface of the unstructured
foil and wiped off with a laboratory tissue [84]. Already a solvent
mixture of 3.75% caused crack formation in the material and it was
not further investigated. Due to the material failure at direct solvent
application, exposure to solvent vapor was tried next. The simple
exposure setup consisted of a petri dish filled with solvent and an
aluminum holder on top. Unstructured lamination foil was placed on
top of the holder and the gap between the polymer surface and the
solution was ca. 1 cm. Samples were exposed to methylcyclohexane
vapor for 1min, 10min, 15min and 20min. After exposure, they were
pressed together, transferred to a press and bonded for 10min with
two different temperature settings (110 ◦C and 120 ◦C). Low expo-
sure times and low bonding temperatures did not show an improve-
ment. Foils could be separated with low resistance. Longer exposure
times seemed to promote surface plastification of the Zeonor surface
and enhance bonding at the interface. However, bonding results with
methylcyclohexane vapor were not very reproducible. Channels often
collapsed or the bonding was not uniform due to partial plastification
of the surface, similar to the described results for UV/O3 activation in
Figure 3.8. Bonding of thick substrates to Zeonor foil was more suc-
cessful. Here, 1mm thick Zeonor slides8 (Zeonor1420R, T g = 136 ◦C)
structured with larger microchannels (200 µm× 300 µm) were dipped
into methylcyclohexane solution. Excess solvent was wiped off and
slides were bonded to Zeonor foil that was exposed to methylcyclo-
hexane vapor using the above method. In contrast, Topas slides8
(Topas 5013 T g = 134 ◦C) were more effected by the solvent vapor
treatment than Zeonor slides. They melted after exposure to methyl-
cyclohexane vapor and while bonding at a lower temperature (70 ◦C).
8Injection-molded in-house.
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3.5.2. Topas 5013 bonding
In contrast to the weak thermally bonded Zeonor foil, bonding of
Topas foil (Topas 5013) at 120 ◦C, 10 kN for 10min, resulted in much
better bonding strengths. Thermally bonded Topas foils cannot be
separated without breaking one of the layers. A 30 s UV irradiation
could even further improve the bonding. Sealed microfluidic chips,
UV treated and native, could resist fluid flows of 100 µL·min−1 with-
out failure due to delamination. The contact angle for Topas foil after
UV treatment did not change significantly and the surface remained
hydrophobic. As already observed for ultraviolet (UV) and UV/O3
treatment of Zeonor, the UV treatment changed the UV transmit-
tance of Topas, below 50% light transmittance in the range from
252 to 310 nm. UV/Vis spectra for different treated Topas foils are
summarized in Figure 3.9.
Figure 3.9.: Transmission spectra of native Topas foil and after 30 s and 60 s
UV treatment (foil thickness 254 µm).
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3.5.3. Razor blade test
The razor blade test is a method, which was first introduced by Gillis
and Gilman [85] to evaluate the surface energy of a bonded interface
by crack propagation. Maszara [86] further developed it to compare
the bond strength of oxidized silicon wafers. In short, a razor blade
of thickness t is inserted between two bonded surfaces and the crack
length L from the razor blade tip to the first fringe of the crack is
measured. With the material specific elastic modulus E, substrate





The razor blade test was performed immediately after bonding and
the crack length was measured, in an inverted microscope (IX71,
Olympus Corporation, Tokyo, Japan) equipped with a Canon EOS
550D (Tokyo, Japan).
The Young’s modulus for Topas 5013 is 3200MPa and 2200MPa
for Zeonor1420R9. The razor blade thickness was 100 µm and foil
thickness was 254 µm for Topas and 188 µm for Zeonor, respectively.
The crack length was measured on at least three bonded foils and
at different positions. Images for native, oxygen plasma and UV/O3
treated samples are shown in Figure 3.10. No difference can be seen
for native and oxygen plasma treated samples. The foils separate
readily, leaving no marks on the surface. UV/O3 treated samples
show a significant difference, as the crack length is shorter compared
to native Zeonor, but more importantly, the separation of laminated
foils leaves marks on the surface, indicating a stronger interface in-
teraction and hence a stronger bond. The calculated surface energies
based on the crack length are summarized in Table 3.5. Here, an
increase in surface energy from 12 J·m−2 to 47 J·m−2 is calculated.
The results for a razor blade test on bonded Topas foils are also
summarized in Table 3.5 and micrographs of the crack after blade
insertion are shown in Figure 3.11. The test shows a strong interlock
9Young’s modulus for ZF-14 is not available. Zeonor1420R is the polymer sub-
strate used for foil extrusion of ZF-14.
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of the mating surfaces at the interface, as the crack formation leaves
marks on the surface. Calculated surface energies are 243 J·m−2 for
native Topas and are much higher (1061 J·m−2) for 30 s UV-treated
foils. The variation in crack length is reflected in a very high error for
the measurements, on native Topas and 30 s UV treated Topas foils.
The large error might be due to crack propagation from the point of
blade insertion to the measurement but it could also be an indicator
for imperfections or differences in the surface quality of Topas foils.
For qualitative and quantitative results on the effect of UV treatment,
more quantitative surface measurements are needed. In addition, the
contact angle was measured (Drop shape analysis system DSA10Mk2,
KRÜSS GmbH, Hamburg, Germany) right after each treatment and
is summarized in Table 3.5.
Figure 3.10.: Crack length for different surface treatments. The right black
area in every micrograph is the razor blade tip. A) native
Zeonor, B) 100 s oxygen plasma treatment, C) 5min oxygen
plasma treatment, D) 10min UV/O3 treatment, and E) 15min
UV/O3 treatment.
3.6. Conclusions and outlook
Cyclic olefin polymer foils can readily be structured by hot emboss-
ing with a good reproducability. When it comes to microfluidic de-
vices that require sealed microchannels, Zeonor ZF-14-188 and Topas
54
3.6. Conclusions and outlook
Figure 3.11.: Crack length for different surface treatments. The right black
area in every micrograph is the razor blade tip. A) native
Topas, B) 30 s UV treatment and C) 60 s UV treatment.
Table 3.5.: Bond strength in relation to surface energy of different bonding
methods for Zeonor and Topas foils. Surface energy obtained by
razor blade test. Errors as 95% confidence interval.
Surface activation Surface energy [ J·m−2 ] Error [%] Contact angle [◦]
Zeonor native 12± 4 30 101.6± 1
Zeonor O2 plasma 100 s 3± 1 33 < 20
Zeonor O2 plasma 5 min 15± 4 27 < 20
Zeonor UV/O3 10 min 49± 6 12 53± 5
Zeonor UV/O3 15 min 38± 9 23 56± 4
Zeonor UV 30 s 6± 2 33 100± 1
Topas native 243± 129 53 102± 2
Topas UV 30 s 1061± 644 61 93± 6
Topas UV 60 s 198± 34 17 101± 1
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5013L foil microchips differ significantly in their bonding strength.
While Topas foil can be bonded using thermal diffusion bonding and
can further be optimized by UV treatments, the picture is rather com-
plex for Zeonor foil. Successful bonding strategies for other Topas and
Zeonor/Zeonex grades could not be adapted for bonding of Zeonor
foil. Even though a surface treatment with oxygen plasma changed
the surface wettability remarkably, which might be beneficial for sur-
face modifications in biological microfluidic applications, the bonding
quality was not affected. A UV/O3 and UV treatment of Zeonor and
Topas foil could improve the bonding of Zeonor foil and (probably) of
Topas, but for the price of UV transmission loss, a key property that
makes COP superior to PMMA and PC. While, no non-uniformity
was observed in Topas bonded foils, UV/O3 and solvent vapor bonded
Zeonor foils showed areas that seemed not affected by the treatment
and thus showed a weaker bond. This effect might be related to the
addition of lubricants or an anti-sticking coating, which is commonly
applied by the manufactor as a wax-spray coating of polymer pellets
before foil extrusion [87] or between protective film and foil. Topas
and Zeonor are often said to be similar and the definitions COC and
COP are used synonymously for both of them. From the findings
during this work they are strikingly different. This hypothesis is also
supported by Johansson et al. who found remarkable differences in
the XPS-spectra of oxygen treated Topas (Topas 5513X2) and Zeonex
(Zeonex 480R) substrates [88]. Furthermore, bonding strategies that
are successful for lower Tg COP substrates might not be sufficent for
higherer Tg COPs. Where Mair et al. [89] and Olgilvie et al. [73]
report very high bond strengths and burst pressures for cyclohexane
vapor assisted bonding of Topas 8007 (Tg = 78 ◦C), their method
failed for high Tg Topas grades [73].
COP/COC are extraordinary materials with exceptionally good
properties in many areas that are relevant for microfluidic devices, but
fabrication and especially reliable bonding methods are not available
for all grades and need to be further investigated. A systematic study
on different Topas and Zeonor grades is therefore needed to identify
bonding strategies that are reliable and easy to reproduce for labora-
tory prototyping. The razor blade method used during this work is
most likely not a reliable method to characterize the bond strength;
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the high error in crack length measurements might be due to crack
propagation in weakly bonded chips or to handling errors when in-
serting the razor blade between the bonded interface. Variable bond
strength from chip to chip might also be a source but could prob-
ably better be investigated by using more reliable testing methods
like shear test measurement setups or burst pressure measurements.
In general, a standardized burst pressure method for microfluidic de-
vices, like tensile stress measurements in material science could offer
better comparison and would lead to a road map for not only COP
substrate selection for microfluidic devices.
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4.1. Electrochemical detection of pesticides
Dithiocarbamate pesticides are usually analyzed by chromatographic
methods, combined with spectrophotometric or mass spectrometric
detection methods. While much progress has been made in specific
dithiocarbamate (DTC) detection using mass spectrometry [21, 90],
the method requires large analytic equipment and cannot be inte-
grated into a lab-on-a-chip (LOC) device for in-field detection. Apart
from optical detection, electrochemical detection offers a sensitive
alternative that does not require any analyte labelling and can be
implemented onto a microfluidic system.
Some approaches for electrochemical detection of DTCs utilize a
dropping mercury electrode [91–94] or carbon based electrodes [95,
96] with detection limits for ziram, zineb and thiram in the lower
µg·L−1 range. Dropping mercury electrodes are excellent electrodes,
but they cannot be implemented into microchannel systems, beside
the fact that mercury is potentially toxic and is therefore not the pre-
ferred electrode material. While carbon paste electrodes, especially
screen printed electrodes, are gaining popularity, their binding agent
will be dissolved in solutions with a high organic solvent content. Al-
though Hernández-Olmos et al. reported difficulties with gold elec-
trodes for DTC detection [96], Sevilla et al. used a rotating gold disk
electrode for anodic stripping voltammetry with a detection limit of
0.3 ng·L−1[97] and Ngoviwatchai et al. successfully detected different
organothiophosphates, a related class of pesticides, using gold elec-
trodes and a two step amperometic detection with a limit of detection
below 100 µg·L−1 [98]. This chapter discusses the fabrication of gold
microband electrodes, their characterization in a microfluidic system,
and the potential use for electrochemical detection of DTCs.
59
4. Gold microelectrodes on COP
4.1.1. Microchip with integrated microelectrodes
A key factor for electroanalysis in LOC devices, not only for elec-
tochemical detection but also for electrokinetic driven flow, is the
integration of microelectrodes into a microfluidic channel system.
While the integration of noble metal electrodes in glass and silicon
devices can be adapted from standard cleanroom processes in the
semiconductor industry, the integration of metal microelectrodes on
polymeric materials is not straightforward. Martin et al. reported
a microfluidic chip containing a polydimethylsiloxane (PDMS) mi-
cofluidic bottom part and a glass top part with gold microelectrodes
[99], and García et al. fabricated a PDMS chip with a microgroove
to place a gold microfiber electrode [100, 101]. Direct patterning of
metal microstructures on most polymer, glass or Si surfaces requires
deposition of a titanium or chromium layer that ensures the adhesion
of noble metals, e.g., gold or platinum. Furthermore, polymers like
poly(methyl)methacrylate (PMMA) and polycarbonate (PC) cannot
be patterned by standard photolithographic processes due to their low
chemical resistance or low glass transition temperature. In contrast,
gold can directly be deposited on cyclic olefin polymers (COPs) with-
out the need of an adhesion layer [82, 102–105]. COP’s high chemical
resistance makes it suitable for many chemical processes used in stan-
dard photolithography.
4.1.2. Fabrication
Gold microelectrodes were fabricated using photolithography and a
lift-off process, which was described by Illa et al. [82]. Prior to pho-
tolithographic patterning, 4 inch sized wafers were cut from Zeonor1
foil and Topas2 foil, respectively. The film-protected side of Zeonor
film was always used as the active side.
In contrast to Topas foil, which is delivered in sheets, Zeonor foil
is rolled during delivery and the cut wafers are slightly bent. This
curvature will lead to non-uniform photoresist coating and can cause
wafer handling errors during automatic processing. To flatten the
1ZF-14-188, t = 188 µm, T g = 136 ◦C, ibidi GmbH, Planegg, Germany
25013L, t = 254 µm, T g = 134 ◦C, TOPAS Advanced Polymers Inc., Florence,
KY, USA
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precut wafers, a 5min pressing step at 100 ◦C and 3 kN in a manual
laboratory press (P/O Weber, Remshaldern, Germany) was found
sufficient. Wafers were either cleaned in an ultrasonic soap bath (30
drops of TritonX-100 solution in 5L deionized water) or in a three-
step ultrasonic bath, starting with acetone, followed by isopropanol
and deionized water (each 10min), and dried in a spin dryer. A
1.5 µm layer of image reversal resist was spin coated directly onto the
wafers (SÜSS RC8 spincoater, SÜSS MicroTech AG, Munich, Ger-
many). After softbaking, the resist was exposed to UV light (MA6
mask aligner, SÜSS, MicroTech GmbH, Munich, Germany) through a
photomask and the positively patterned resist was baked for 25min at
120 ◦C. During this reversal bake, the exposed areas crosslinked and
became insoluble in developer solution, while the unexposed areas
were still photoactive. A second flood exposure without photomask
made these areas soluble in developer and a negative resist pattern re-
mained. Image reversal patterns have a slight undercut, which makes
a lift-off process possible. When depositing a gold (Au) layer, here
200 nm, the negatively sloped sidewalls are not exposed to the direc-
tional Au deposition and thus the resist structure can be dissolved
in an acetone bath. While the resist is dissolved, the Au layer on
top of the resist is “lifted-off” the wafer and only areas that were
not covered by resist remain. The schematic process is illustrated in
Figure 4.1.
Microchip design and experimental setup
The microchip for electrochemical detection consists of a top part
that contains the Au electrode structures and a bottom part with
the microfluidic channel structure. The channel was either struc-
tured by hot embossing (68mm× 50µm× 50µm) in a Zeonor foil, or
by micro milling in a Topas slide (68mm × 220µm × 500 µm). The
electrode top part contains an array of 14 microband electrodes that
are 14 µm in width, with 16µm gaps between the electrodes. Top
electrode and bottom channel part were bonded by thermal bond-
ing (Zeonor) or by UV-assisted thermal bonding (Topas), respec-
tively. Before bonding, the electrode array was manually aligned at
a distance of 10mm away from the channel outlet. The electrodes
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Figure 4.1.: Schematic illustration of the gold microelectrode fabrication.
Negatively sloped sidewalls facilitate a lift-off and leave prede-
fined gold structures at the COP surface.
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run perpendicular to the channel, so that the active electrode area
was determined by the channel width (see Figure 4.2). The chip
was mounted in a PMMA/teflon holder that was fabricated by mi-
cromilling. Inlet and outlet were sealed with rubber o-rings and con-
nected via microfittings (IDEX Health & Science, Oak Harbor, WA,
USA) and silicone tubings (inner diameter = 0.8mm) to a syringe
pump (PHD 2000, Harvard Apparatus, Holliston, MA, USA) and a
waste container.
Figure 4.2.: (a) Microfluidic chip setup with tubings and spring loaded con-
nector that connects the potentiostat with three electrodes of
the micro electrode array. (b) Microchip, the inset shows a close
up of the electrodes. The active electrode area is defined by the
width of the microchannel.
A set of three microband electrodes was used as the working,
counter, and quasi-reference electrode. The electrodes were con-
nected via a spring-loaded connector (8PD series, Preci-Dip SA, Delé-
mont, Switzerland) that was sightly pressed against the electrode
63
4. Gold microelectrodes on COP
contact pads. Cyclic voltammetry was performed using a CHI 1010A
Potentiostat (Chemical Instruments Inc., Austin, TX, USA). All po-
tentials were measured versus the on-chip gold reference electrode.
Reagents
Potassium hexacyanoferrate(II)trihydrate (K4Fe(CN)6), potassium
ferricyanide(III)(K3Fe(CN)6), potassium nitrate (KNO3), potassium
hydroxide (KOH), sodium tetraborate decahydrate, zincbis(dimethyl-
dithiocarbamate) (ziram), ethylenebis(dithiocarbamate) (nabam) were
of analytical grade and received from Sigma Aldrich (Saint Louis,
MO, USA). Pesticide standard solutions were prepared freshly by
dissolving the appropriate amount of ziram and nabam in methanol
(HPLC grade, Sigma Aldrich, Saint Louis, MO, USA) and 0.1M
sodium tetraborate (borate) buffer (with a measured pH = 8.8), re-
spectively. 18MΩ water (Millipore, Billerica, MA, USA) was used
for all aqueous solutions.
4.1.3. Results and discussion
Electrode characterization
The Au electrodes were chemically activated by cycling the potential
from −1.0 to 1.5V versus Au in 0.5M KNO3 for every new set of
electrodes. To characterize the electrode behavior, an equimolar so-
lution of 5mM K4Fe(CN)6/K3Fe(CN)6 in 0.5M KNO3 was pumped
through the microfluidic channel with varying flow rates from 2 to
10 µL·min−1. While pumping, the potential was cycled from −0.5 to
0.5V with a scan rate of 50mV·s−1. Figure 4.3 shows typical voltam-
mograms that were obtained during the characterization: Fe2+ is
oxidized to Fe3+ and the product is reduced in the reverse scan. The
sigmoidal shape of the voltammograms indicates the hydrodynamic
nature of the measurement and is typical for the reversible redox sys-
tem K4Fe(CN)6/K3Fe(CN)6. Furthermore, the limiting current for
the system is dependent on the flow rate and increases with increas-
ing flow rate. The system is independent from scan rate, another
evidence that the redox process is solely mass-transport dependent.
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An example is shown in Figure 4.4 for voltammograms recorded at
4 µL·min−1 and scan rates ranging from 5 to 100mV·s−1.
Figure 4.3.: Cyclic voltammograms of 5mM K4Fe(CN)6/K3Fe(CN)6 in
0.5M KNO3. Scan rate: 50mV·s−1 for different flow rates,
ranging from 2− 10 µL·min−1.
Further investigations on the limiting current and comparison of
measured values to limiting currents, obtained by the Levich equation
(Equation (2.19) on page 26) showed the predicted linear behavior
(when plotted against the cubic root of the flow rate) but the ab-
solute values were always higher than the calculated ones by Levich
(see Figure 4.7). Levich limiting currents were calculated by using
the nominal (cross-) channel dimensions of 50µm×50µm. SEM3 mi-
crographs of the bonded channel show dimensions of approximately
45 µm×47µm (Figure 4.5), but calculated limiting currents for these
dimensions would be even smaller. If we take a closer look at the
bonding interface, we notice that the channel corners are slightly
3Scanning Electron Microscopy
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Figure 4.4.: Cyclic voltammogram of 5mMK4Fe(CN)6/K3Fe(CN)6 in 0.5M
KNO3. Flow rate: 4 µL·min−1 for different scan rates, ranging
from 5− 100mV·s−1. The limiting current is not dependent on
the scan rate, error < 2% of the standard deviation.
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rounded and that a small gap between the top and bottom channel
can be seen. As mentioned earlier, the electrode length is determined
by the channel width or, in this case, the liquid contact area. The
length of this gap is approximately 63 µm and limiting currents calcu-
lated with these dimensions would give a better fit for the measured
currents.
Figure 4.5.: Thermally bonded Zeonor microchip. The bonded interface
shows a small gap (red circles), which might be responsible
for the higher than expected currents in cyclic voltammetry of
K4Fe(CN)6/K3Fe(CN)6.
However, the bond strength of thermally bonded Zeonor chips is
very weak and the gap might be caused by delamination so that the
active electrode area is not only defined by the channel dimensions.
Despite these deviations, cyclic voltammograms with K4Fe(CN)6/
K3Fe(CN)6 offer a simple method to assess the functionality of the
Au electrode and the active electrode area. They were performed
before every measurement to verify the electrode quality.
Extensive measurements, e.g., pesticide studies on thermally bonded
Zeonor microchips, were very challenging, as the chips often leaked
after or during K4Fe(CN)6/ K3Fe(CN)6 characterization. Leakage
mostly occurred in areas around the electrode connection, where a
localized pressure from the spring- loaded connector might have in-
duced delamination. A different connector, a so called zif connector
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(Farnell, Herlev, Denmark) that is slid over the electrodes, similar
to connectors know from memory cards in electronic devices, was
tested, with the result that the contact pads were scratched off the
polymer substrate. The observed difficulties in chip stability led to
the bonding tests already described in Chapter 3 on page 31.
Later on, some electrode batches started to show “marks” and were
“burned” during measurements, although no changes in experimental
parameters were made. A Scotch tape test revealed that electrodes
showing these marks had been lifted off whereas other electrodes still
adhered to the polymer surface. Chemical residues on the COP sur-
face either from lubricating agents or impurities from the TritonX-100
cleaning, were suspected to prevent optimal adhesion. The Zeonor
wafer cleaning procedure was therefore changed from TritonX-100
cleaning to the three step acetone/isopropanol/deionozed water ul-
trasonic bath clean described before. At the same time, the repro-
ducibilty of the Au electrode fabrication decreased due to a failure
in Au lift-off and after extensive process investigation it was found
that the e-beam deposition equipment (Wordentec) that was used for
Au deposition varied in process temperatures. Sometimes, process
temperatures were close to glass transition temperature (Tg), which
apparently caused deformation of the thin COP wafer and prohibited
proper lift-off. The Wordentec e-beam deposition system can be used
in a batch mode and 6 wafers can be loaded at the same time. It was
notices that the thermal deformation of the COP wafers increased
from the first to the last processed wafer. Aluminum cooling blocks
that were placed on top of the wafers could not prevent the defor-
mation. A switch to another e-beam deposition equipment (Alcatel)
solved the problem. The wafer – crucible distance in the Alcatel de-
position system is larger than in the Wordentec system, in addition
it uses a single wafer process, which might have a positive effect on
the process temperature.
Electrochemical characterization of pesticides
Microfluidic chips for pesticide detection were made of Topas and had
larger channel dimensions (68mm× 220 µm× 500 µm), but used the
same microband electrode design already described for Zeonor chips.
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Figure 4.6.: Severely damaged electrodes after cyclic voltammetry. The
image shows six damaged electrodes within the microchannel
(white dotted line). Black “marks” (red circle) can be seen on
the Au surface and might be caused by chemical residues on
the polymer surface prior to Au deposition.
The electrode functionality was confirmed by cylic voltammograms
of K4Fe(CN)6/K3Fe(CN)6. Residual cyclic voltammograms for 0.1M
borate buffer and a solution of 0.1M borate buffer and methanol (50%
v/v) were recorded. Figure 4.8 shows the typical response of an Au
electrode in aqueous solution (black line). On the forward scan, for-
mation of gold oxide occurred at E & 0.6V and was followed by
oxygen evolution at E & 1.0V. The reverse scan shows the sub-
sequent reduction of gold oxide at E . 0.5V (peak at E ≈ 0.3V)
and the reduction of dissolved oxygen at more negative potentials
(E < 0V). Addition of 50% methanol to the buffer solution seems
to slightly suppress the oxide formation and shifts the onset of oxide
formation and oxygen evolution to slightly more positive potentials.
A solution of 0.5mg·L−1 nabam in 0.1M borate buffer was cycled
between E = 0V and E = 1.4V. The first five repetitive scans are
shown in Figure 4.9. The observed response is a two-step anodic oxi-
dation process for nabam that simultaneously with gold oxide forma-
tion, but no reduction on the reverse scan is evident. The reduction
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Figure 4.7.: Plot of measured and calculated limiting currents versus the
cubic root of the flow rate, for flow rates from 2− 10 µL·min−1.
The measured limiting currents are higher than the ones pre-
dicted by Levich.
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peak at E ≈ 0.4V corresponds to the reduction of gold oxide. On the
forward scan a plateau (1) is established at E = 0.77V, and hence
this process might correspond to a mass-transport dominated process,
whereas the second signal peaks at E ≈ 1V and is therefore not (com-
pletely) mass-transport dependent. While these first five scans show
good reproducibility, following scans with increasing concentrations
of nabam showed no linear increase in anodic current. Furthermore,
the peak potentials were shifted to more positive potentials. Flushing
the channel with buffer solution and repeated potential scans showed
that nabam was adsorbed at the gold surface and did only slightly
diminish from cycle to cycle (Figure 4.11).
A test with 75mg·L−1 ziram in 0.1M borate buffer and 50% meth-
anol showed the passivation of the electrode already after five cycles.
Furthermore, fouled electrodes could not be reactivated to their initial
state, and more reactive cleaning protocols involving flushing with
50mM KOH and 25% H2O2 with a subsequent potential sweep from
−0.2 to 1.1V in 50mM KOH [106] could not reestablish the electrode
surface or caused delamination of gold.
The adsorbtion of organo sulfur compounds to gold surfaces is well
known. However, LaCourse and co-workers have described several
methods based on pulsed amperometric detection4, which allows the
use of noble gold electrodes for electrochemical detection [107–112].
In short, they suggest to make use of the formation of surface oxide
and use it as an oxidative cleaning step. As seen in Figure 4.8, gold
oxide is formed at positive potentials during the forward scan. Ad-
sorbed sulfur species, and many other electrode fouling compounds
like carbohydrates and amino acids, will be desorbed during this sur-
face oxidation and while the gold oxide passivates the electrode, it
is removed when reducing it at more negative potentials, leaving a
clean electrode surface. While cycling the potential in cylic voltam-
metry, we pass through all these steps. First, during the positive
scan the pesticide signal appears concomitantly with the oxide for-
mation; this behavior was also reported by Ngoviwatchai et al. [107]
and Vandeberg et al. [108] for the sulfur compounds dimethoate and
thiourea, respectively. When proceeding further in the forward direc-
4A method that applies three potential steps instead of the constant applied
potential in conventional amperometry
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tion, oxygen evolution takes place, followed by the cathodic reduc-
tion of surface oxide that should leave a clean electrode surface. But,
as shown in Figure 4.12, the electrode surface was not completely
cleaned during the surface reduction and the current response was
severely attenuated for repeated scans due to electrode fouling. Sim-
ilar results could be seen in Figure 4.11, where preadsorbed nabam
fouled the electrode and a higher anodic response in repetitive borate
buffer scans is observed. On the other hand, the pesticide concentra-
tion was relatively high during these scans (75mg·L−1), which might
inhibit the formation of surface oxide and permanently foul the elec-
trode. Tests with lower concentrations in the µg·L−1 region could
give more information about the fouling mechanism.
Figure 4.8.: Residual cyclic voltammogram in oxygen-saturated 0.1M
sodium tetraborate buffer and 50% methanol (MeOH). Forma-
tion of surface gold oxide and reduction on the reverse scan.
Scan rate: 50mV·s−1, flow rate: 20 µL·min−1.
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Figure 4.9.: Repeated scans show reproducible results for 0.5mg·L−1 nabam
in 0.1M sodium tetraborate buffer. Scan rate: 50mV·s−1, flow
rate: 20 µL·min−1.
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Figure 4.10.: Cyclic voltammetric response for different nabam concentra-
tions. Scan rate: 50mV·s−1, flow rate: 20 µL·min−1.
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Figure 4.11.: Residual cyclic voltammetric response for repetitive scans of
0.1M sodium tetraborate buffer after 0.5mg·L−1 nabam de-
tection. Scan rate: 50mV·s−1, flow rate: 20 µL·min−1.
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Figure 4.12.: Cyclic voltammetric response for ziram in 0.1M sodium tetr-
traborate buffer and 50% methanol. The graph shows five
repetitions. Scan rate: 50mV·s−1, flow rate: 20 µL·min−1.
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4.2. RNA and pDNA extraction from E. coli cells
The COP microchips with integrated gold microband electrodes could
further be used in a cooperation project with Tiago Matos, a Ph.D.
student from Lund University (Department for Pure and applied Bio-
chemistry, Prof. Leif Bülow). The main idea and the preliminary
results are explained briefly in the following section.
E. coli cells are frequently used as host cells, for the extraction of
RNA and DNA in biotechnology and pharmaceutical research. While
RNA is an important carrier of genetic information and can have reg-
ulatory functions, plasmid DNA (pDNA) is especially interesting as
a vector for new DNA vaccines, which are currently investigated in
clinical trial studies, e.g., for influenza, malaria and HIV [113–115].
The purification and recovery of DNA and RNA is crucial in these
research fields for the analysis, characterization and potential syn-
thesis of genetic drugs. The standard protocols for RNA and DNA
extraction involve complete lysis of cells in suitable detergents. Fur-
ther purification involves several centrifugation and filtration steps to
retrieve the final RNA and DNA molecules [116, 117]. This expen-
sive and time-consuming procedure needs to be simplified for high
throughput analysis and synthesis. Here, LOC devices offer a poten-
tial alternative to commonly applied large-scale methods. Lee et al.
described a PDMS chip, consisting of a cathode and an anode cham-
ber, separated by a polymeric ion exchange diaphragm, which allows
electrolysis of chinese hamster ovary (CHO) cells [118]. Vulto et al.
also employed an electrolysis device with an on-chip gel electrophore-
sis device to purify lysed RNA [119]. While all these approaches
used on-chip cell lysis, electropermeabilization of cells is an alterna-
tive way to extracting plasmid DNA (pDNA) and RNA from cells
without total cell lysis.
The principle is based on electroporation, a mechanisms that is
widely used for the transfection of cells. When a cell is in close vicin-
ity of an electric field a cross-membrane potential is developed and
water entrance leads to the formation of random pores in the mem-
brane. The cross-membrane potential is amongst others proportional
to the applied electric field. When it is above a certain threshold, the
electropermeabilization of the cell is irreversible and the cell dies. On
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the other hand, if the cross-membrane potential is close to or below
this threshold, the electropermeabilization is reversible and the pores
will reseal (slowly) when no field is applied (see Figure 4.13) [120,
121]. Electroporation or electropermeabilization is mainly used to
introduce molecules into cells, but it can be used as well to extract
molecules such as RNA and pDNA from the cytosol into solution
without lysis.
Figure 4.13.: Molecular rearrangement of lipids in the pore edges of the vesi-
cle membrane. (a) Closed bilayer state, molecules are inside
the cell. (b) Polarization of the cell membrane and forma-
tion of a cross-membrane potential in the electric field. Water
entrance into the membrane causes pore formation. Phospho-
lipids will rearrange to minimize the hydrophobic contact. (c)
Molecule transition through the open pore. (d) The pore re-
seals, when no electric field is applied and (e) returns to the
initial state.
4.2.1. Microfluidic chip with facing electrodes
The microfluidic chips for electropermeabilization of E. coli cells con-
sisted of a simple three-layer chip design: the microfluidic channel
(500 µm wide and 62mm long) was cut into a 254 µm thick Topas
5013 foil by standard micro milling. Bottom and top layer, each with
four arrays of interdigitated gold electrodes, sealed the middle chan-
nel layer. The electrode arrays consisted of 10 microband electrodes,
which were 560 µm wide, with a pitch of 1120 µm and a length that
was defined by the microchannel width, i.e., 500 µm. The electrodes
were fabricated on Topas 5013 foil by photolithography, e-beam gold
deposition (200 nm), and lift-off as already described in Section 4.1.2
on page 60. The three layers were exposed to UV light (30 s) and
manually aligned, so that the interdigitated electrode arrays were
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facing each other. They were then thermally bonded in a labora-
tory press at 120 ◦C at 10 kN for 10min. The chip was connected
via a homemade PMMA holder and teflon tubings to a HPLC pump
(2150, LKB Bromma, Sweden) and a collection vessel, respectively.
Bottom and top electrodes were connected to a DC power supply (HQ
Power PS1502A, Gavere, Belgium) through spring-loaded connectors
(8PD series, Preci-Dip SA, Delémont, Switzerland) in the bottom
and top part of the holder. While the cells were pumped through the
microchannel a potential was applied between top and bottom elec-
trode so that the cells passed through an electric field. A perspective
drawing of the setup is shown in Figure 4.14.
Figure 4.14.: Exploded view of the chip setup. The microfluidc chip consist
of three layers,(a)the top layer with four electrode arrays (an-
ode), (b) the middle layer with the cut microchannel and the
bottom electrode layer (cathode). The electrode contact pads
are connected to a power supply by spring loaded connectors
(c). Inlet and outlet of the chip are sealed with o-rings and
connected to teflon tubing. The fluidic and electric connection
is ensured by tightening the screws.
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4.2.2. Preliminary results
The microfluidic chip was used by our collaborators to extract pDNA
and RNA from E. coli cells. They investigated the effect of different
electric field strengths and found that RNA was already extracted at
an applied potential of 0.5V, and that extractionrates were further
increased by raising the potential to 2V. While no pDNA extrac-
tion was observed at 0.5V, pDNA extraction could be increased with
higher potentials (see Figure 4.15). To control the cell viability after
electropermeabilization, vital cell colonies were counted and com-
pared to a control sample that passed the channel with no applied
electric field. Cells that were electropermeabilized at a low poten-
tial remained mostly intact, while mostly RNA could be extracted.
Figure 4.16 demonstrates further that the cell viability decreased for
potentials above 1V, probably due to partial cell lysis at higher po-
tentials. The pDNA extraction reached ca. 60% of the typical yield
of a traditional Qiagen Plasmid MAXI KIT (Hilden, Germany).
The simple microfluidic chip could, in the long perspective, be used
in two different ways: RNA can be extracted from living cells that will
stay vital after extraction. The cells could be separated from the ex-
traction product in an additional on-chip separation step and reused
in a fermentation process for RNA synthesis. The simple on-chip
electropermeabilization could also be an alternative for traditional
cell lysis methods. A manuscript that discusses the obtained results
in more detail is in preparation.
4.3. Conclusions and outlook
The integration of gold microelectrodes into microfluidic COP chips
was shown. It was demonstrated, that the electrodes behave well
when characterized with K4Fe(CN)6/ K3Fe(CN)6. As expected for
a hydrodynamic system the oxidation and subsequent reduction was
only dependent on mass transport to the electrode surface and the
limiting current was hence dependent on flow rate. Chips that were
made of Zeonor foil were prone to leakage due to the weak bonding
strength of thermally bonded chips. Although, the electrodes were
functioning well, longer experiments that were necessary for pesticde
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Figure 4.15.: Extracted pDNA and RNA. Extraction increases with rising
voltage up to 2V. The extraction is measured as peak inten-
sity on an agarose gel after electropermeabilization. Buffer
medium: 10mM citrate buffer containing 10mM sodium chlo-
ride, 30mM glucose, pH 5.8. Flow rate was 200 µL·min−1.
Intensity values are corrected for peak intensities that were
obtained when no electric field was applied. Figure courtesy
of Tiago Matos, Lund University
81
4. Gold microelectrodes on COP
Figure 4.16.: Cell viability after electropermeabilization. A fraction of cells
remains intact after permeabilization at 0.5V applied poten-
tial. Above 1V partial cell lysis is caused. Cell vitality was
estimated by counting cell colonies. Figure courtesy of Tiago
Matos, Lund University
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characterization were not possible which such a short chip lifetime.
On the other hand, Topas chips lasted longer and two DTC pesticides
were further investigated with cyclic voltammetry. The characteriza-
tion and subsequent detection of dithiocarbamate pesticides is rather
complex: Tests with nabam and ziram showed that they are electro-
chemically active and could be detected at relatively high potentials
E & 1V.
The oxidation of both nabam and ziram showed a two-step response,
with the first step being plateau shaped, whereas the second was
suspected to be controlled by surface adsorption and mass trans-
port processes. To confirm the surface control of the process, several
additional tests are required. The flow and scan dependency can
reveal further evidence of the kinetics and surface processes. Repeti-
tive scans showed that the electrode was readily fouled and reactive
cleaning by cycling the potential in buffer solution would take many
cycles. To use amperometric electrochemical detection schemes for
dithiocarbamate detection, a detection potential needs to be found,
e.g., by cyclic voltammetry. Fouling of the electrode would cause
false current-concentration response and constant potential amper-
ometry is not useful for detection. A pulsed amperometric detection
scheme needs to be developed that consists of three different pulses
for detection, oxidative and reductive cleaning. Possible strategies
might also include more advanced techniques where a range of detec-
tion potentials is swept during the detection step to cover possible
potential shifts [42]. Integrated pulsed amperometric detection of-
fers a potential detection pathway, which might circumvent the high
background current from simultaneous oxide formation during pesti-
cide detection [42, 111]. To apply the technique, the adsorption and
electrochemical response for dithiocarbamate pesticides needs to be
studied in further detail, to better understand the fouling process and
the potential shifts reported for different concentrations. Character-
ization will require several electrochemical studies, where different
buffer configurations and scan ranges need to be investigated. The
described microfluidic device with integrated microelectrodes is prob-
ably not suited for these studies in this particular case. Fouled elec-
trodes cannot be replaced or reactivated and hence many microchips
are needed which, at this development point, are too fragile to deliver
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reliable results for these complex compounds. Here, macroelectrodes
would be a better instrument for characterization since they can be
mechanically reactivated after fouling. Once the process is better
understood, it can be transferred back to the microsystem for ac-
tual pesticide detection. However, Topas chips with integrated gold
electrodes could successfully be used in a cooperation project for the
electropermeabilization of E.coli cells. While the strong affinity of
(sulfur containing) dithiocarbamate pesticides for gold might be a
challenge in electrochemical detection, it is an important feature for
gold nanoparticle mediated detection of the same, which is explained
in the next chapter.
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As we have seen in the previous chapter, dithiocarbamate pesticides
show high adsorption characteristics on gold electrodes, which caused
electrode passivation and made electrochemical detection challenging.
The electrode passivation was related to the high affinity of the sulfur
containing pesticide to gold. This phenomenon is very well known
and several studies have investigated the mechanisms and potential
applications of chemisorption of organo sulfur compounds (mostly
alkylthiols) on gold surfaces for self-assembled monolayers and further
functionalization purposes [122–125]. More recently, surface modifi-
cations with dithiocarbamate ligands showed very robust assemblies
and seem to stabilize the formation of gold nanoparticles [126–129].
While the strong sulfur-gold interaction of dithiocarbamates can be
beneficial to functionalize gold surfaces, it can also be used for a sur-
face mediated detection scheme, to detect dithiocarbamate pesticides.
This approach is described in the following sections.
5.1. Gold nanoparticles for pesticide sensing
applications
Gold nanoparticles (AuNPs) have been used intensively for a broad
range of applications, from modified electrodes to enhanced optical
detection pathways [130–132]. Their size-dependent optical proper-
ties have, amongst others, been used for the colorimetric and fluo-
rescent sensing of heavy metal ions, such as mercury [133–135], with
limits of detection as low as 0.1 µg·L−1 [135]. While the colorimetric
sensing principle is based on particle aggregation in the presence of
mercury ions, the fluorescent assay follows two different mechanisms.
In a “turn-off” sensor, mercury quenches the fluorescence from highly
fluorescent bovine serum albumin functionalized gold nanoclusters
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[136]. A reverse principle is employed in the “turn-on” assay, where
the fluorescence of rhodamine is quenched by the AuNP 1 as it ad-
sorbs onto the gold surface. The strong interaction between mercury
and gold leads to a release of rhodamine into the bulk solution and
concomitant fluorescence recovery [133].
More recently, colorimetric AuNP based assays found applications
in pesticide monitoring of organophosphorours and carbamate pes-
ticides [140–144]. Most AuNP based sensors make use of the well
known acethylcholine esterase (AChE) inhibition by these pesticides
[145]. Lin, Virel, Liu and co-workers describe a colorimetric sen-
sor, whose response is modulated by thiocholine (TCh), a product
that is hydrolyzed by AChE, and acetylthiocholine. The presence of
TCh will cause the aggregation of AuNP, which results in a color
change of the AuNP probe. The TCh hydrolysis is suppressed if
a pesticide is present that inactivates AChE. Sensors for paraoxon
reached a limit of detection (LOD) of 13 µg·L−1 (45nM) [143] and
1 µg·L−1 (4 nM) [141], respectivley. Liu et al. used the same ap-
proach, but combined it with a second fluorimetric “turn-off” sens-
ing scheme: AuNP are functionalized with rhodamine B and will
aggregate when thiocholine (no pesticide present) is adsorbed. Fur-
thermore, rhodamine molecules are released, and their fluorescence is
restored. This dual sensor offered LODs in the low µg·L−1 range for
diazinon (0.1 µg·L−1), malathion (0.1 µg·L−1), phorate (0.3 µg·L−1)
and carbaryl (1 µg·L−1) [144]. While all these sensors make use of
the high affinity of the hydrolyzed sulfur containing thiocholine to
gold a simpler detection scheme can be adapted for the sulfur con-
taining dithiocarbamate (DTC) pesticides without the necessity for
enzymatic catalysis.
The AuNP based sensor that was used in this thesis is adapted
from Huang, Chen and co-workers [133, 146] and is based on the
fluorescence quenching of rhodamine 6G (R6G) molecules adsorbed
onto the surface of AuNPs. R6G was choosen over Rhodamine B for
its higher fluorescence quantum yield and photostability in solution
[146]. In basic tetraborate buffer, at a pH = 9 the positively charged
1Fluorophore quenching by AuNP’s has been extensively studied and is related to




R6G molecules adsorb via electrostatic interaction at the surface of
negatively charged AuNPs. Upon the addition of DTC, the sulfur
containing pesticides interact with the gold surface of the particles
and displace the R6G molecules. The released R6G will restore its
native fluorescence and the fluorescence intensity can be a measure
for the pesticide concentration. Figure 5.1 illustrates the sensing
schematic for this “turn-on” approach.
Figure 5.1.: Schematic illustration of the “turn-on” AuNP mediated detec-
tion scheme. The fluorescence of rhodamine 6G molecules (red
circles) is quenched when adsorbed onto the gold surface and
are released into the bulk solution after addition of dithiocar-
bamate molecules (blue star). Upon displacement, they restore
their native fluorescence, which can be used as a measure for
the pesticide concentration.
5.2. Chip design
The microfluidic chip is designed to mix different pesticide concentra-
tions and the AuNP sensing probe on the chip (see Figure 5.2). The
three inlets allow individual flow control of the analyte and sensing
probe. Due to the small channel dimensions (300 µm wide ×100 µm
deep, Gaussian profile), the flow is in the laminar regime (Re ≈ 2)
and mixing of the laminating fluids is dependent on diffusive trans-
port. The overall length of the channel is 18 cm which allows for
sufficient mixing before the detection cell is reached.
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The microfluidic chip was fabricated out of three polydimethylsi-
loxane (PDMS) slabs (thickness = 1.5mm). These slabs were cast
in poly(methyl)methacrylate (PMMA) molds using the Sylgard-184
elastomer kit (Dow Corning, Midland, MI , USA). The middle layer
was structured by laser ablation (50W, Duo-Laser CO2 laser, Synrad,
Mukilteo, WA, USA) from both sides: first the waste channel (dashed
line, figure 5.2) was structured, afterwards the slab was flipped to
structure the flower-shaped channel. Top and bottom channel are
connected through a 100 µm wide hole (red dot) that was drilled
through the PDMS slab by pulsing the laser. Any debris from the
laser ablation was removed by manually cleaning the structures with
soap water, flushing with isopropanol and drying with nitrogen. The
structured middle layer is bonded to the top and bottom slabs by
exposing the respective sides for 90 s to an oxygen plasma (50W,
13.56MHz, atto Plasma, Diener Electronic, Ebhausen, Germany) and
subsequent baking at 90 ◦C in a convective oven for 20min.
5.3. Experimental setup
The PDMS chip was connected to a high precision syringe pump (ne-
MESYS, Cetoni GmbH, Korbussen, Germany) by a homemade flu-
idic connector via teflon tubings (inner diameter = 0.8mm) and mi-
crofittings (idex Health & Science, Oak Harbor, WA, USA)(figure 5.3).
AuNP probe, pesticide solution and water were mixed on chip.
To mix different concentrations of pesticides on-chip, the flow rates
of pesticide stock solution and water were altered between 0 and
4 µL·min−1, while the AuNP probe’s flowrate was kept constant at
6 µL·min−1. The total flow rate was 10µL·min−1. Fluorescence mi-
crographs were taken on an inverted microscope (IX71, Olympus Cor-
poration, Tokyo, Japan) equipped with a fluorescence lamp (X-Cite
120, EXFO Photonic Solutions Inc., Mississauga, Ontario, Canada)
and a digital camera (EOS 550D, Canon, Tokyo, Japan). The de-
tection cell was excited at 20× magnification (N.A. = 0.45), using
a filter block with λemission > 590nm and λexitation ≈ 510 − 550 nm.
Images were taken, 15 s apart, with an integration time of 3 s and
a sensor sensitivity of ISO 400. Between the images, the shutter to
the light source was manually shut to prevent photobleaching of the
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Figure 5.2.: (a) Bonding stack with structured middle layer and sealing top
and bottom layer. The top layer contains holes for the fluidic
connection.(b) Schematic drawing of the PDMS chip for AuNP-
mediated fluorescence detection. While the flow rates of the
pesticide (DTC) and water are varied to mix different pesticide
concentrations on-chip, the AuNP flow rate is kept constant,
as is the total flow rate in the system. Diffusive mixing takes
place in the 18 cm long meandering and spiral channel. Fluo-
rescent micrographs are taken from the detection cell (red dot)
and the sample passes through the bottom waste channel. (c)
A typical micrograph, that indicates the area for fluorescence
measurement within the cell (white square). The dimensions of
the square are 500× 500 pixel ≈ 50× 50 µm.
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probe while mixing in the channel. The resulting fluorescence inten-
sity was measured by taking 14 bit RAW images of the detection cell
and converting the RAW images into a Matlab compatible TIFF for-
mat with no compression. Afterwards, the average red intensity from
a square inside the cell was determined using a Matlab script (Math-
Works, Natick, MA, USA). A typical image is shown in figure 5.2
(c), where the white square marks the averaging area. Drilling the
detection cell through the PDMS slab by laser ablation resulted in
a rough surface around the cell edges, which is reflected in the high
auto fluorescence at the rim of the cell.
Figure 5.3.: The fluorescent measurement setup. Fluidic connection to a
syringe pump allows individual fluidic control of the three dif-
ferent solutions. The content of the cell is excited with green
light through the bottom of the stage of an inverted microscope.
Reagents
Chlorauric acid (HAuCl4), rhodamine 6G (R6G), trisodium citrate
dihydrate, sodium tetraborate decahydrate, methanol and acetoni-
90
5.3. Experimental setup
trile were of analytical or HPLC grade and obtained from Sigma
Aldrich (Saint Louis, Mo, USA). Pesticide stock solution (50 µg·mL−1)
of zinc bis(dimethyldithiocarbamate) (ziram) and iron(III) dimethyl-
dithiocarbamate (ferbam) (Pestanal, Sigma Aldrich, Saint Louis, MO,
USA) were prepared by dissolving 2.5mg ziram in 50mL methanol
and 2.5mg ferbam in 50mL acetonitrile. Stock solutions were pro-
tected from light and stored at 5 ◦C. Appropriate working solutions
were prepared freshly by diluting stock solutions with water. All
aqueous solutions and dilutions were made with 18MΩ water (Mil-
lipore, Billerica, MA, USA). The measured pH of 5mM sodium
tetraborate (borate) buffer was pH = 9.14.
Gold nanoparticle synthesis and size determination
AuNP were synthesized by the Frens-Turkevich method [147, 148]
with modifications described by Grabar et al. [149]. 100mL of 0.25mM
HAuCl4 was brought to boil in a round bottom flask, equipped with
a reflux condenser and submerged into a heated mineral oil bath
(160 ◦C). 7.5mL sodium citrate (38mM) was rapidly added to the
vortex of the solution and was stirred vigorously for 10min. While
stirring, a color change from pale yellow to burgundy was observed.
After removing the flask from the heat, the AuNP solution was stirred
for additional 15min and left to cool to room temperature.
UV/Vis spectra of the AuNP solution can be used to estimate the
average particle diameter and concentration by comparing the surface
plasmon resonance peak to the absorbance peak at λ = 450nm [150].
The average particle size of the synthesized AuNP was determined
to be 23 nm with a concentration of 0.6 nM. AuNP solutions were
stored in the dark and working solutions were prepared daily by di-
luting 2.5mL AuNP solution to 5mL with 5mM borate buffer. 5 µL
of 0.2mM R6G solution was added to the working solution, which
was then stored in the dark and left for 2 h to equilibrate. The R6G
functionalization of AuNPs was optimized to prevent particle aggre-
gation and a R6G/AuNP molar ratio of 600 to 700 was found best.
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5.3.1. Fluorescence detection of ziram
Figure 5.4 depicts the fluorescence enhancement by the “turn-on”
approach for ziram detection. Cell (a) is filled with R6G-AuNP probe
and exhibits very weak fluorescence, whereas the content of cell (b)
shows bright red fluorescence due to the addition of ziram to the R6G-
AuNP probe and consequent release of R6G into solution. Again,
the red rim around the cells is caused by the autofluorescence of the
material.
Ziram calibration curves were obtained by mixing ziram work-
ing solution in different ratios with water, and a constant flow of
R6G/AuNP probe. The laminated flow passed through the mean-
dering channel with a total flow rate of 10 µL·min−1 while mixing by
diffusion. The flow rate ratios for pesticide and water were changed
in steps of 0.25 µL·min−1 and after each change of the flow rate, the
flow was left for stabilization (10min) before fluorescent micrographs
were taken.
Figure 5.4.: Fluorescence micrographs of two PDMS cells, filled with (a)
R6G-AuNP probe and (b) R6G-AuNP probe with a ziram so-
lution, concentration 100µg·L−1. The cells are marked with a
white ring, the sample with the pesticide appears red due to
the fluorescence signal of the released R6G.
The calibration curve for ziram in figure 5.5 was obtained by first
diluting a 300 µg·L−1 ziram working solution by on-chip mixing of
concentrations ranging from 0 to 120 µg·L−1. A second run with a zi-
ram working solution concentration of 500 µg·L−1 covered the concen-
tration range from 88 to 200 µg·L−1. The calibration curve represents
the average fluorescence intensity from n = 5 measurements for each
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ziram concentration. It is linear in the range from 16 to 150 µg·L−1
with a LOD of 16 µg·L−1 (determined as 3σblank) and with the limit
of linearity at 150 µg·L−1. While the fluorescent sensing of ziram
showed excellent results with a low detection limit and a wide linear
range, a potential second colorimetric detection mechanism was in-
vestigated. Figure 5.6 shows samples of three different R6G-AuNP
probes. The solutions are mixed by diluting 1 part of AuNP solution
with 1 part water or ziram solution. A distinct color change from red
(0 µg·L−1 ziram) to blue (500 µg·L−1 ziram) could be seen and could
serve as an alternative detection mechanism.
Figure 5.5.: Calibration curve for detection of ziram. Linear regression co-
efficient R2 = 0.99(3), with the limit of linearity at 150 µg·L−1.
The limit of detection is 16 µg·L−1 (calculated as 3 ·σblank). Er-
ror bars are shown for the 95% confidence interval, error <2%.
Inset: drawing of the chemical structure of ziram [151].
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Figure 5.6.: Gold nanoparticles aggregate upon addition of ziram. Color
change of the AuNP probe from red, no ziram added, to
light red, 100 µg·L−1 ziram concentration, to blue/transparent,
500µg·L−1 ziram concentration, could be seen.
5.3.2. Fluorescence detection of ferbam
After obtaining very promising results for the ziram detection, a sec-
ond DTC pesticide, ferbam, was tested with the same method. A
300 µg·L−1 working solution was prepared by diluting a 50mg·L−1
ferbam stock solution with 18MΩ water. The same settings as al-
ready described for ziram detection were employed and the curve
displayed in figure 5.7 illustrates the obtained result. The series is
linear (correlation coefficient R2 = 0.99(9)) in the measured range
from 45 to 90 µg·L−1. A linear fit reveals a significant offset at the
y-intercept with ≈ 860 A.U. of the blank measurement. This offset
might be induced by several factors:
The fluorescence micrographs were taken with a digital SLR2 cam-
era that is designed for photographic applications. With these cam-
eras, the sensor data can be accessed from a RAW image format,
where the raw unprocessed intensities of each red, blue and green
pixel are saved. For a 14 bit RAW image, every sensor pixel can
distinguish intensity values from 0 to 214 = 16384. Raw images that




Figure 5.7.: Calibration curve for ferbam. The curve is linear in the range
from 45 to 90 µg·L−1 with linear regression R2 = 0.99(9) and
limit of linearity at 120 µg·L−1 (dotted line), but with a y-
intercept at a value ≈ 800 units below the blank measurement
(dashed line). Error bars shown for the 95% confidence inter-
val, error ≤ 2%. Inset: drawing of the chemical structure of
ferbam.
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surements of black images, i.e. no light onto the sensor still reached
red intensities of 2100 where 0 was expected. Red saturation was de-
termined at 15 300 instead of 16 384. While the sensor saturation at
bright values was never reached during fluorescence measurements,
the cut-off at dark values was very close to the measured intensi-
ties of the blank signal. This might be a reason for the “too high”
blank value in figure 5.7. Even though, images in RAW format should
display the unprocessed data, there might be an internal camera algo-
rithm that balances intensities. Reference measurements with a pho-
tomultiplier tube or a highly sensitive laboratory camera could give
further information. Furthermore, the fluorophore response might
not be linear at low concentrations, which would result in the ob-
served offset. When we compare the fluorescence intensities of the
ferbam and ziram measurements, ferbam produces an almost 3-fold
higher fluorescence signal, at equivalent concentrations, than ziram.
The chemical structure of ferbam differs from ziram in that it consist
of three dithiocarbamate groups and an iron(III) central ion. While
the sulfur groups interact with the gold surface, iron(III) might be
released into solution or might already be present as a decomposition
product from the unstable ferbam. The presence of iron(III) in com-
bination with AuNPs might interfere with the measurements, which
could cause the high offset [152, 153] that was not observed for ziram
measurements.
5.4. Conclusions and outlook
It was demonstrated that the “turn-on” approach for AuNP mediated
mercury detection could successfully be transferred to the detection
of dithiocarbamate pesticides. A sensitive microfluidic sensor with a
limit of detection as low as 16µg·L−1 for ziram was developed. Even
though ferbam detection showed a fluorescence off-set during mea-
surements it was demonstrated that the gold nanoparticle mediated
sensor would not only respond to ziram but also to another dithio-
carbamate pesticide. The strong sulfur-gold interaction caused the
release of R6G into solution and might be common not only to ziram
and ferbam but also other dithiocarbamate pesticides. The low de-
tection limit and the wide linear range makes this detection scheme
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a potential alternative for rapid on-field monitoring of DTCs. The
conventional CS2-based detection method is circumvented and R6G-
AuNP probes can easily be mixed on-chip without the need of more
complex enzyme-modified AuNPs. For foodstuff analysis, the sensor
needs to be transferred to a non-aqueous system, to analyze more
dithiocarbamate pesticides that will precipitate in aqueous solutions.
In combination with an on-chip separation of different pesticides this
could provide a sensitive sensor for food quality monitoring. The
simple microfluidic device could be used in conjunction with smaller
consumer electronics such as a smartphone, to provide a simple and
portable device for on-field detection. Beside the fluorescent sens-
ing properties, a colorimetric detection could additionally be applied
to distinguish dithiocarbamate (aggregation) from mercury (no ag-
gregation) in environmental monitoring application, but this needs
further investigation. Gold nanoparticle mediated detection is a very
promising sensing scheme, not only for (dithiocarbamate) pesticides
and other environmental contaminants such as mercury, it also offers
an alternative to conventional electrochemical or absorbance meth-
ods, employed in lab-on-a-chip systems.
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6. Thiol-ene microchips for capillary
electrophoresis
Integration of capillary electrophoresis (CE) onto microchips is one
of the most successful implementations of miniaturized analysis tech-
niques onto microfluidic devices. Most common detection schemes
in CE utilize UV-absorbance or laser-induced fluorescence detection
where non-fluorescent analytes need to be labeled prior to separation.
The integration of the previously described gold nanoparticle (AuNP)
mediated detection into a CE microchip could offer an alternative to
fluorescent dithiocarbamate (DTC) detection without labeling. The
detection of DTC with AuNP is non-selective and thus a separation
is required to analyze several DTC pesticides.
6.1. Thiol-ene
Thiol-ene polymers are polymers that can be crosslinked in a step-
growth polymerization, where both sulfhydryl containing monomers
(thiol) and alkenes (ene) are consumed in a stoichiometric ratio [154].
The photopolymerization is initiated at λ = 365nm in the presence
of a photoinitiator, which photochemically generates a thiyl radical
from a thiol monomer that propagates the polymerization by radi-
cal addition and chain transfer [155]. The polymer’s mechanical and
surface properties can simply be tuned by varying the monomer’s
functional groups and stoichiometry [156, 157]. Since almost any mul-
tifunctional thiol will polymerize with any multifunctional ene, Good
et al. tailored material characteristics such as ductility and Young’s
modulus of different thiol-enes by altering the thiol functional groups
[156]. Low moduli and high ductility were obtained for polymers
that were polymerized with mono- or dithiol monomers, whereas a
10-fold higher modulus was reported for tetrathiol monomers. The
stepwise polymerization of thiol-ene is highly efficient and variations
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in the thiol:ene ratio will lead to an excess of either of them. Khire
et al. used an excess of thiol monomers to polymerize a polymer with
surface thiol groups. These are highly desirable anchor molecules in
surface modification and allowed covalent attachment of an ultrathin
polymer layer to the thiol-ene surface [157].
Already discovered more than a century ago, thiol-ene crosslinking
polymers found their way into niche applications such as UV-curable
resins, coatings and potential new dental restorative materials [155,
158–160]. It was only recently that thiol-ene polymers experienced a
renaissance in microfluidic applications due to their attractive prop-
erties and ease in polymerization. First, Harrison et al. described
the use of Norland Optical Adhesives (NOA)1, a commercially avail-
able thiol-ene based resin, for the rapid prototyping of microfluidic
channels [161]. They exposed a layer of resin between two glass
plates through a photomask with collimated UV light and washed
away the uncured resin. By employing this simple method, they
could fabricate 1mm deep channels that showed good chemical re-
sistance against common organic solvents such as methanol, toluene
and hexane. While Harrison et al. further demonstrated the poten-
tial patterning of NOA by polydimethylsiloxane (PDMS) molds, Kim
et al. utilized PDMS as peelable molds and demonstrated a high as-
pect ratio fabrication of hydrophilic NOA micro- and nanostructures
[162]. Carlborg et al. demonstrated microfluidic devices that were
photopolymerized with excess monomer ratios and demonstrated the
successful bonding of excess ene to excess thiol parts [163]. They fur-
ther investigated the wettability and functionalization properties of
different excess monomer ratios, showing once more that the tunable
surface functionalities of thiol-ene polymers offer new perspectives,
not only for microfluidic applications. Even though some examples
for thiol-ene based devices demonstrate the fabrication of thiol-ene
based microfluidic chips, not many publications exploit the perfor-
mance in microfluidic applications. Bartholo et al. showed the gener-
ation of hexadecane droplets in 1% sodium dodecyl sulfate in water
using NOA based microstickers [164] and James et al. demonstrated
the coupling of cavity ring down spectroscopy (CRDS) and the track-
1Norland Products Inc., Cranbury, NJ, USA
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ing of the oscillating period of the Belousov-Zhabotinsky reaction2 in
a simple microfluidic channel made of NOA [165].
The potential of thiol-ene based microfluidc chips for electrokinet-
ically driven applications has not been investigated and is briefly
discussed in parts of this chapter.
Microfluidic chips in this chapter are fabricated by photopolymeriz-
ing pentaerythritol tetrakis-(3-mercapto-propionate) (four functional
thiol groups) and 1,3,5-triallyl-1,3,5-triazine-2,4,6(1H,3H,5H)-trione
(three functional allyl groups). Monomer structures are illustrated
in Figure 6.2. Thiol-enes that are polymerized with these monomers
are reported to polymerize through a true stoichiometric step-growth
reaction, opposed to polymerization with acrylate-monomers that un-
dergo a combined step-growth and homopolymerization, i.e. polymer-
ization of the same functional group. These monomers can success-
fully be polymerized without the addition of a photoinitiator that
might cause autofluorescence and “yellowing” of the chips. Even
though, a faster polymerization occurs at λ = 254nm the polymer-
ization can still be initiated and propagate at λ = 365nm [166].
R 1S C H C H2R 2 R 2C H C H2 S R 1+
R 1S H+ C H2 C H2SR 2 R 1 + R 1SR 2C H C H2 S R 1
addition
chain  transfer
Figure 6.1.: Thiol-ene polymerization: A single thiol reacts with a single
ene in a step-growth polymerization mechanism. The addition
of a photoinduced thiyl radical forms a carbon radical through
the ene functional group. In a second step, the polymerization
propagates and forms another thiyl radical.
2A nonlinear chemical clock reaction.
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Figure 6.2.: (a) Pentaerythritol tetrakis-(3-mercapto-propionate) (b) 1,3,5-
triallyl-1,3,5-triazine-2,4,6(1H,3H,5H)-trione
6.2. Chip design and fabrication
CE was performed with two different chip layouts: In the first lay-
out, a standard cross-injector design (see Figure 6.3 (b)) was used to
test the performance and suitability of thiol-ene for microchip CE.
The separation channel is 34mm long, 50µm wide and 20 µm deep
with a rounded channel profile, due to an isotropic etch profile of the
Si-master mold3. A second design (see Figure 6.3 and Figure 6.8)
consists of a 36mm separation channel and two sidearms to lami-
nate the separation with rhodamine 6G (R6G) functionalized AuNP
at the end of the separation column. After lamination, the R6G-
AuNPs and potentially separated DTC bands can mix by diffusion
in the 19mm long detection channel. An estimation for the mini-
mum channel length l ≈ 460µm for diffusive mixing was made with
the diffusion coefficients for ziram, DZiram = 5.12× 10−10m2·s−1,
and ferbam, DFerbam = 4.32× 10−10m2·s−1, at an estimated flow
velocity of vEOF = 1mm·s−1. The overall detection channel length
was 19mm. The width of the separation and detection channel was
50 µm with a depth of 20 µm and a rectangular cross-sectional pro-
file. Fiber couples were integrated at three different positions for
additional UV-absorbance measurements or fluorescence excitation,
but were not used during this work.
3Si-master was provided by Guisheng Zhuang and Thomas G. Jensen, Technical
University of Denmark, Kgs. Lyngby, Denmark
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(a) (b)
Figure 6.3.: Thiol-ene chip design: Perspective view of top and bottom
thiol-ene part of (a) the cross injector design with post-column
AuNP lamination for fluorescence detection, and (b) a simple
cross-injector design.
Thiol-ene chip fabrication
Thiol-ene chips were fabricated in a photopolymerization-assisted
molding process. PDMS molds where used for two reasons: First,
thiol-ene does not stick to PDMS and second, PDMS as a flexible
material makes demolding of the stiff thiol-ene polymers more feasi-
ble. Sylgard 184 elastomere kit (Dow Corning) was used to prepare
the PDMS pre-polymer (10:1 ratio), which was then degassed for
30min under vacuum before it was poured over the molds and cured
at 80 ◦C for 2 h.
Fabrication of PDMS mold
The molds for the channel part were cast from a Si-master that was
fabricated by standard clean room processes described in Section 3.3.1
on page 36). Briefly, the silicon wafer was patterned with photore-
sist. A trench, defining the microfluidic channel, was etched into the
silicon wafer (50 µm wide × 20 µm deep) by an anisotropic deep re-
active ion etch. The wafer was oxidized and subsequently wet-etched
to smoothen the scalloped sidewalls. A no-stick teflon-like coating
was applied to prevent PDMS from sticking to the Si-master. From
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this master, PDMS slabs were molded that contained a negative (up-
standing) copy of the channel structure.
The molds for the top part of the chip were fabricated from a
poly(methyl)methacrylate (PMMA) mold, which was stacked and
clamped together from several PMMA parts. By stacking the mold
instead of milling it from a block of PMMA, a mold with smooth
surfaces was obtained, that could replicate smooth surfaced PDMS
molds.
Polymerization of thiol-ene chip
Thiol-ene monomers were mixed in different ratios by weighing the
appropriate amount of each monomer into a plastic beaker. While
stirring, air bubbles are introduced into the mix and the pre-polymer
is degassed for approximately 30min in the dark. Degassing un-
der vacuum, as commonly employed for PDMS prepolymers mix-
tures, would cause the formation of smaller air bubbles and was thus
avoided. The prepolymer was then poured into the PDMS molds,
until a convex meniscus formed. The channel structure containing
lid (for the bottom part of the chip) was carefully put on top of the
mold to avoid the trapping of air at the interface. The closed mold
was exposed to UV light (Dymax 5000-EC, Dymax Europe GmbH,
Wiesbaden, Germany, intensity ≈ 40mW·cm−2 at 365 nm) for 70 s.
Afterwards, the mold was flipped and exposed through the bottom
for the same amount of time. Directly after the polymerization, the
thiol-ene chip was released from the mold and bonded within 1 h af-
ter polymerization. Prior to bonding, the top and bottom part of
the chip were heated up in a convective oven for 10min. Depending
on the monomer ratio, the temperature was set to 70 ◦C (40% excess
thiol) and 90 ◦C (10 % excess ene), respectively. While heating up the
polymer parts softened and the soft parts were brought into confor-
mal contact and bonded by rolling a rubber roll across them. A short
1min UV exposure right after mating can improve the bonding and
was applied for all the chips. Bonded chips were further annealed in
a convective oven for 20min at the above mentioned temperatures.
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(b) Thiol-ene mix (c) Photopolymerization at l=365 nm






(a) Moulding of PDMS mold
Figure 6.4.: The PDMS mold is cast on a Si-master and onto a PMMA
mold. The monomer mix is poured into the mold (b), the open
mold is closed with the PDMS slab that contains the channel
structures and exposed to UV light (c). The soft and flexible
PDMS mold can be peeled off from the stiff chip (d).
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6.3. Experimental
Reagents
N,N-Bis(2-hydroxyethyl)glycine (bicine), sodium hydroxide (Schar-
lau Chemie S.A., Barcelona, Spain), methanol, 2,7-dichlorofluorescein
(2,7-DCF), 5-carboxyfluorescein (5-CF), fluorescein sodium salt (FL-
Na) and rhodamine 6G (R6G) were of analytical grade and suitable
for fluorescence measurements. Fluorescent carboxylate-modified poly-
styrene latex beads, average size= 0.5µm, were used for flow ob-
servations. A 5 µM bicine buffer stock solution was prepared by
diluting the appropriate amount of N,N-bis(2-hydroxyethyl)glycine
in 18MΩ water (Millipore, Billerica, MA, USA) and titrated with
1M sodium hydroxide to the desired pH. Lower concentrations were
prepared by diluting the stock solution with 18MΩ water. Flu-
orophore stock solutions, 400 µM 2,7-DCF, 200 µM 5-CF, 100 µM
FL-Na were prepared in 2mM bicine buffer and further diluted as
needed. Ziram pesticide standard was prepared by dissolving 2.5mg
zinc bis(dimethyldithiocarbamate) (Pestanal pesticide standard, Sigma
Aldrich) in 50mL methanol. If not otherwise stated, all reagents were
of analytical or HPLC grade, obtained from Sigma Aldrich (Saint
Louis, MO, USA), and used as received. All solutions were filtered
through a 0.2 µm cellulose acetate filer (VVR International, Paris,
France) before introducing them to the chip.
Synthesis and modification of AuNP
AuNPs were synthesized with the method already described in Sec-
tion 5.3 on page 91. The concentration of the AuNP solution was
0.725 nM and the average particle size was 23nm. AuNP solution was
diluted 1:2 (1 part AuNP solution to 1 part 4mM bicine buffer solu-
tion pH: 8.89) and functionalized with 0.26 µM R6G in a R6G:AuNP
molar ration of 700.
Experimental setup
The microfluidic chip was placed on an IX71 inverted microscope
(Olympus Corporation, Tokyo, Japan) equipped with a fluorescence
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lamp (X-Cite 120, EXFO Photonic Solutions Inc., Mississauga, On-
tario, Canada) and a filter cube (λex = 420− 480 nm, λem > 520 nm.
A photomultiplier tube (PMT) (H5784-20, Hamamatsu Photonics,
Japan) was mounted on the straight part of the microscope’s trinoc-
ular tube, separated by an additional band pass filter, a pinhole aper-
ture and a tiltable mirror unit, that can deflect the beam at a 90◦
angle and project the image onto a paper screen. This screen was used
to align the microchannel and the pinhole so that only the fluores-
cence signal from the spot inside the microchannel reached the PMT.
For R6G fluorescence measurements, the sample was excited with a
laser pointer (www.dx.com, 5mW, λ = 532nm) and the emitted light
was filtered at λ > 550 nm through the additional bandpass filter. A
schematic drawing of the optical paths, for excitation light and emis-
sion path, are depicted in Figure 6.5. The PMT output signal was
filtered by a low pass filter at 100Hz and collected by a Microflu-
idic Tool Kit (Micralyne, Edmonton, AB, Canada) that also serves
as a high voltage supply and was connected to the respective fluid
reservoirs via platinum wires. Data collection, potential settings and
injection times were controlled with the supplied software. A gated
injection scheme was used throughout this work. The current through
the separation channel was measured by a picoammeter (485, Keith-
ley Instrument Inc., Cleveland, OH, USA) that was connected to the
buffer reservoir. Working potentials were determined by applying
a potential between two reservoirs and measuring the current, thus
creating an Ohm’s-Law plot and calculating the respective potentials
using Ohm’s law and Kirchhoff’s circuit law. Detailed information on
calculations can be found in the Ph.D. thesis of Nickolaj J. Petersen
[167]. The calculated potentials and the “cut-off” of the sample flow
by the buffer during the separation were visually confirmed by FL-Na
injections (see also Section 6.3.2). Microchips were first filled with
2mM bicine buffer by suction and equilibrated for 10min by apply-
ing the respective potentials to establish an electroosmotically driven
flow within the channel from the buffer reservoir towards the waste
reservoir. Even though, low autofluorescence is reported for thiol-ene
materials [164], the fabricated microchips showed autofluorescence at
λex = 420 − 480nm, which could significantly be reduced by expos-
ing the detection area through the 20× magnification objective of the
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inverted microscope at the excitation wavelength for ca. 20min. The
thereby generated “burned” spot was clearly visible and permanent.
Every new chip was therefore treated in this way before the actual
measurement.
Figure 6.5.: Scheme of the measurement setup for optical detection, with
the CE chip on the microscope stage. In this schematic illus-
tration, the optical path for R6G fluorescence measurements
is illustrated. The excitation light from a laser pointer (green
path) is reflected by two mirrors and focused onto the microflu-
idic channel. The emitted light (orange path) passes through
the trinocular tube of the inverted microscope, a band pass filter
and a pinhole aperture to the PMT. Other fluorescence mea-
surements used a fluorescence lamp, where the excitation light
is focused through the microscope’s objective onto the chip and
the emitted light is filtered through the filter cube (not shown)
and then follows the same (orange) path.
6.3.1. Fluorophore separation
The simple cross-injector chip design (see Figure 6.3) and three differ-
ent fluorophores, 2,7-DCF, FL-Na, 5-CF were used to demonstrate
the performance of thiol-ene based microfluidic chips for capillary
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electrophoresis. These fluorophores are negatively charged when dis-
solved in basic bicine buffer solution (pH 8.46) with 2,7-DCF (net
charge= −1.8) being the least negative, followed by FL-Na (net
charge= −1.99) and 5-CF (net charge= −2.99)4. The chip had an
excess of 40% thiol:ene. To estimate the electroosmotic flow velocity
in the channel, the buffer reservoir was filled with 40µM 2,7-DCF in
2mM bicine buffer and water was injected from the sample reservoir
by a 0.5 s gated injection and a field strength of 247V·cm−1. This
indirect fluorescence detection scheme resulted in a high fluorecen-
cent background signal from 2,7-DCF and a negative peak when the
neutral water plug passed the detector (see Figure 6.6). Thus the
elution time for water can be related to the achieved electroosmotic
flow velocity in the system and was determined as 1.01mm·s−1 with
an error < 1% (95% confidence interval with n = 5 measurements).
While electroosmotic flow in glass capillaries is related to the nega-
tively charged walls, the surface charge of polymer chips is related to
adsorbed hydroxide ions onto the polymer surface. Beattie explains
this phenomenon by the autolysis of water by the hydrophobic sur-
face of the polymer [168]. The presence of a negative surface charge
on thiol-ene chips could further be investigated by evaluating the
electroosmotic flow and its dependency on pH changes. Figure 6.7
shows the separation of the three analytes, 2,7-DCF, FL-Na, and
5-CF. Stock solutions of the respective analytes were diluted with
2mM bicine buffer to a final concentration of 13 µM 2,7-DCF, 10 µM
FL-Na and 7 µM 5-CF. The sample was injected for 0.3 s with a field
strength of 247V·cm−1 and the fluorescence signal was detected at a
distance of 2 cm from the injection. The peaks for 2,7-DCF and 5-
CF are baseline-resolved, whereas a further optimization is needed to
improve the resolution for FL-Na. Repetitive measurements showed
good reproducibility with an error < 1.5% (95% confidence interval
with n = 3) for the migration times of the respective elutes.
4Net charges calculated with Marvin Sketch(ChemAxon Kft., Budapest, Hun-
gary).
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Figure 6.6.: Electroosmotic flow measurement with injection of wa-
ter. The 2mM bicine running buffer contains 40 µM 2,7-
dichlorofluorescein to visualize the water plug by fluorescence
measurements (pH: 8.46). Gated injection scheme with 0.5 s
injection time, 247V·cm−1 electric field strength and 1.85 cm
distance from injection to detection.
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Figure 6.7.: On-chip separation of 13 µM 2,7-dichlorofluorescein, 10 µM flu-
orescein sodium salt, 7 µM 5-carboxyfluorescein, in 2mM bicine
buffer (pH: 8.46). The gated injection scheme was used with
0.3 s injection time, 247V·cm−1 electric field strength and 2 cm
distance from injection to detection. The graph is baseline-
corrected to compensate for a drift from the light source and/or
photobleaching of the material.
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6.3.2. Ziram lamination
For the separation and subsequent lamination with R6G-AuNPs for
AuNP mediated detection, a different chip was designed, and the
channel layout is depicted in Figure 6.8. The chip was made of
thiol-ene with a 10% excess ene:thiol to avoid interaction of R6G-
AuNP and terminal thiol groups on the surface. Potentials for sample
“cut-off” during separation were calculated using the above described
method. The insets in Figure 6.8 show micrographs that were taken
during a gated injection of 2,7-DCF and 5-CF. Inset (a) shows the
sample plug right after injection and the separation of 20 µM 2,7-DCF
(first band) and 10µM 5-CF (second band) is already visible. Fur-
thermore, the sample stream is “cut-off” by a fraction of the buffer
stream at the cross and sample bleeding into the separation channel
is avoided. The sample plug passes the AuNP lamination point and
flow focusing by the adjacent AuNP flow is visible. The electroos-
motic flow velocity was measured by indirect fluorescence detection
and was υEOF = 0.90mm·s−1 (95% confidence interval for n = 9
measurements, field strength 143V·cm−1 ). Figure 6.9 shows the
separation of 4 µM 2,7-DCF and 10 µM FL-Na at a distance 3.7 cm
from the injection, i.e. 2mm after the lamination point. This shows
that the lamination is diffusion controlled and does not influence the
separation.
The CE microchip was further tested for dithiocarbamate (DTC)
pesticide detection. First, ziram samples were injected and the flu-
orescence signal from released R6G was measured using the fluo-
rescence lamp (excitation with λex = 510 − 550nm) and the filter
cube from the microscope setup ( λem > 590nm), but no signal
could be detected for ziram concentrations varying from 125 µg·L−1,
400 µg·L−1, and 800 µg·L−1 in 2mM bicine buffer (pH: 8.7). No flu-
orescence signal was detected for 0.5 s and 1.5 s injection times at
different detection points, (2, 5 and 10mm) from the lamination
point. A change of the excitation source, from the fluorescence lamp
to a laser pointer with λex = 532 nm and another band pass filter
(λem > 550 nm, filter wheel in front of the pinhole in Figure 6.5) to
better fit the R6G excitation and emission peaks5 did not lead to
5λex = 528 nm, λem = 551 nm Source: Sigma Aldrich, Saint Louis, MO, USA
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Figure 6.8.: Schematic drawing of the microfluidic chip for DTC separation
and detection. (a) Sample “cut-off” during separation mode
and bands or 5-CF and 2,7-DCF, (b) R6G-AuNP lamination of
the 2,7-DCF plug.
a measurable signal either. To control whether the reaction takes
place and can be measured in the microchip device, ziram solutions
ranging from 125 to 2000µg·L−1 were mixed-off chip, filled into the
buffer reservoir, electrokinetically pumped through the channel and
laminated with AuNP at the detection point. The R6G fluorescence
intensity was measured 1.5mm after the lamination point. To al-
low sufficient time for the interaction between ziram and AuNP, a
stop-flow method was applied. After 10min stabilization, the flow
was stopped for 5 s, before the fluorescence signal was measured, and
started again for 100 s, stopped for 5 s and so forth. The curve shown
in Figure 6.10 illustrates the results. From theses measurements,
a ziram-AuNP interaction takes place and a fluorescence signal can
be measured, a linear trend can be seen with the limit of linearity
at 1200µg·L−1. The limit of quantification for this measurement is
estimated to around 300 µg·L−1, but additional measurements are re-
quired in the ziram concentration range from 300 to 1200µg·L−1 to
make more qualitative assumptions. While no siphoning effects were
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Figure 6.9.: Separation of 4 µM 2,7-dichlorofluorescein and 10 µM fluores-
cein sodium salt in 2mM bicine buffer (pH: 8.46) with 0.5 s
injection time, detection at 3.7 cm, field strength 143V·cm−1.
Detection takes places after the lamination with R6G-AuNP so-
lution. The graph is baseline-corrected to compensate for a drift
from the light source and/or photobleaching of the material.
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observed in experiments with the simple cross-injector chip (40% ex-
cess thiol:ene), back flow from the waste and AuNP reservoirs was
seen in experiments with fluorescent beads for the AuNP lamina-
tion chip. Backflow in electrokinetically driven flows can have several
sources. While siphoning due to different hight levels in liquid reser-
voirs can be minimized by carefully maintaining the liquid levels,
other pressure effects are more difficult to control, such as Laplace
pressure that depends on the meniscus shape of the liquid/air in-
terface in the reservoirs [169]. It was found that the 10% excess
ene:thiol chips shrink (ca. 1%) during photopolymerization and an-
nealing of the bonded chips. The shrinkage during annealing causes
stress-induced bending, which can be counterbalanced by placing a
load on top of the chip, while it cools down. Although bent chips
could be flattened in this way, minimal height differences due to the
internal stress might have caused the observed backflow.
6.4. Conclusions and outlook
Detection of ziram injected samples by R6G-AuNP probe lamination
was not successful, but given the short time frame for these exper-
iments (less than three weeks at the end of my Ph.D. project) it
could be demonstrated that a principle detection was possible. By
employing a stop-flow scheme an increase of fluorescence intensity
with increasing ziram concentration was shown. The measurement
setup needs further improvement, even though the use of the laser
pointer can improve the detection of R6G fluorescence, the setup
gets more fragile by using several mirrors and lenses to focus the
beam onto the chip. By accidentally moving the microscope stage
or the focusing lens, which was easy to happen either by moving the
stage, when changing medium or touching the lens with the micro-
scope light source when aligning the microchannel to the pinhole,
the beam was out of focus and impossible to refocus onto the same
spot. Another filter cube for the inverted microscope with the right
excitation and emission filters could significantly simplify the com-
plex system. A second-generation microfluidc chip is probably needed
to optimize the mixing after separation and the thiol-ene shrinkage
effect on bonded chips needs to be investigated. Tailored thiol-ene
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Figure 6.10.: Stop-flow detection after AuNP lamination. The flow was
stopped for 5 s before every measurements. Limit of linear-
ity 1200 µg·L−1, due to R6G self-quenching.
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polymers offer a unique potential for rapid prototyping of surface-
functionalized microfluidic devices, e.g., rapid photochemical pat-
terning of biomolecules inside microfluidic channels [170]. Moreover,
they are an interesting alternative to PDMS in soft lithography due to
their high chemical resistance and tunable stiffness. The here applied
photopolymerization-assisted molding process was very reproducible
and PDMS molds could be reused several times. Future chips could
be easily fabricated by direct polymerization with a collimated light
source through a photomask and thus avoiding the two-step mold-
ing process and the fabrication of a Si-master for the PDMS channel
mold. Bonded chips did not fail due to collapsed channel walls or
leaked due to insufficient bonding as previously reported for cyclic
olefin polymer (COP) chips with similar dimensions.
Furthermore, the performance of thiol-ene based microchips for
capillary electrophoresis was demonstrated and three fluorophores
could successfully and repeatably separated on these chips. Thus, the
thiol:ene CE microchips offer a cheap and easy-to-fabricate polymeric
alternative, for glass based CE microchips.
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The work presented in this thesis summarizes the results of my three
year Ph.D. project. It started out as a project to investigate the
potential of lab-on-a-chip (LOC) systems for dithiocarbamate anal-
ysis. dithiocarbamates (DTCs) are very challenging target analytes
for microfluidic approaches, since they are mostly soluble in organic
solvents only.
A microfluidic pesticide-screening device that fulfills all the require-
ments for a cheap, portable and disposable device had to be designed.
For this reasons, cyclic olefin polymer (COP) was chosen as a suitable
substrate material that would offer a variety of characteristics espe-
cially needed for DTC analysis: Chemical inertness made it an ideal
substrate candidate for non-aqueous analysis in the first place. Its
high optical transmittance and the possibility to integrate gold elec-
trodes on-chip were essential for the implementation of optical and
electrochemical detection pathways, well-established detection meth-
ods in environmental analysis and LOC based systems. While work-
ing with COP, several drawbacks turned out to be major challenges
when fabricating thin foil based LOC systems. The bond strength
of Zeonor-ZF-14 chips was very weak and could only slightly be im-
proved by UV/ozone (UV/O3) surface treatments. Long experiments
with pressure driven flow often failed due to fluid leakage in weakly
bonded areas. Chips made of Topas 5013, another COP substrate ma-
terial, showed better bonding characteristics than the Zeonor brand.
Microfluidic channels with integrated gold electrodes were fabri-
cated in COP for electrochemical characterizations and detection of
different DTC pesticides. Cyclic voltammetry of two different DTCs,
showed an electrochemical response for the respective pesticides, but
also revealed a fast fouling of the integrated gold electrodes by the
sulfur-containing pesticides. The passivated electrodes could not be
reactivated by (electro)chemical cleaning protocols and thus were not
further investigated for electrochemical DTC analysis. However, a
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microfluidic chip fabricated in a similar manner was used in a col-
laboration project for the electropermeabilization of living bacteria
for the extraction of RNA and plasmid DNA (pDNA) with promis-
ing results. Although a limiting property in electrochemical analysis
with gold electrodes, the high affinity of sulfur to gold was proven ex-
tremely useful for gold nanoparticle mediated fluorescence detection
of ziram. The change from COP to polydimethylsiloxane (PDMS) as
the chip substrate material allowed the fabrication of reliable chips
for on-chip mixing of different pesticide concentrations with the gold
nanoparticle (AuNP) probe. The obtained calibration curve was lin-
ear in the measured range of 45 to 150 µg·L−1 with a limit of detection
as low as 16 µg·L−1. The demonstrated AuNP based detection scheme
is a novel principle that could simplify DTC detection. Conventional
acidic hydrolysis of DTCs to CS2 is circumvented and the developed
method, together with a suitable on-chip separation, could provide
a future detection method for specific detection of DTC species. It
was demonstrated that a simple household digital camera could be
used for fluorescent detection of ziram in the low µg·L−1 range. A
smaller camera as it is already used in many consumer devices could,
combined with the cheap polymer chip, be sufficient for a portable
device for pesticide screening at remote locations. To develop such a
device, many unsolved issues will need to be investigated. An on-chip
separation of different DTC species will be the next step and to this
end thiol-ene was investigated as a polymeric material for microchip
capillary electrophoresis.
Thiol-ene chips were so far not used for microchip capillary elec-
trophoresis, but the fabricated chips showed very reproducible re-
sults for the separation of 2,7-dichlorofluorescein (2,7-DCF), fluo-
rescein sodium salt (FL-Na) and 5-carboxyfluorescein (5-CF). The
AuNP-probe lamination of ziram and subsequent fluorescence detec-
tion was demonstrated in channels with a shorter optical path length
compared to the design that was used for detection in Chapter 5.
COP is without question a remarkable material that is predestined
as an alternative substrate material to glass for a wide range of LOC
applications. While working with it, I was constantly facing new
challenges, either with weakly bonded chips, crazing after Topas em-
bossing, or difficulties in gold lift-off for electrode fabrication. PDMS
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and especially thiol-ene have proven, at least during my project, to
be more reliable materials. Chips fabricated from thiol-ene could be
fabricated in a fast photopolymerization step; electro-osmotic flow in












Figure 7.1.: The total analytical process can be divided into several steps:
Every analytical process begins with an analytical question or
task, several steps are necessary to provide an answer with
sufficient analytical information. The analysis method usually
comprises a sample preparation step to handle highly complex
sample matrices in the following measurement method. The
obtained data from sample separation and analyte detection is
then evaluated. Figure adapted from Schwedt [171].
The LOC concept was introduced more than 20 years ago and until
today there are just a few devices on the market, while the demand
for powerful and portable devices is high, not only in environmen-
tal monitoring. Measurements with analyte separation and detection
are often the first development steps in this process and are essen-
tial to obtain analytical information. To provide a portable device
that is capable of performing chemical analysis, several further steps
and processes need to be integrated into a chip. Figure 7.1 depicts a
schematic of such a total analysis process. The analysis process starts
always with a specific analytical task, then samples need to be taken
and prepared according to the method’s relevant protocols to ensure
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representative samples before they can be separated and detected in
the actual measurement step. The obtained data need to be processed
and evaluated until the final analytical information about the target
component is available. Such a task-in-answer-out device for DTC
monitoring depends on the development of further analytical strate-
gies. First, the present AuNP-mediated detection scheme needs to
be combined with an on-chip separation technique for specific DTC
analysis. Sample preparation from complex food, groundwater or soil
sample matrices is not trivial and on-chip sample preparation strate-
gies might involve several extraction and purification steps that need
to be miniaturized. Until today, most research in LOC relevant top-
ics is concentrated on basic fabrication and measurement, to make
LOCs a success in environmental analysis the focus needs to expand
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